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PREFACE. 



For the purpose of covering the theoretical side of 
thermodynamics more rapidly than could be done with 
the aid of existing text-books, the author prepared 
these notes four years ago for use in his classes. 

The results were fairly satisfactory, and as the work 
is now used by other teachers, a revised edition has 
been prepared. In this, errors have been corrected, 
the text has been condensed, and additional problems 
have been added. 

It is not intended as a reference-book, except for 
those who have worked it through and have solved the 
problems. 

There is little that is new in it. All the later 
writers have been consulted in preparing the work, 
and whatever has seemed the most satisfactory method 
of arriving at a result has been made use of. 

The work is not complete in itself, and a good table 
of the properties of vapors is required to work out 
many of the problems. The tables prepared by Pro- 
fessor Peabody are used in the text. 

H. W. Spangler. 
University of Pennsylvania, 
June 6, 1901. 

ill 
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NOTATION. 

A = Heat equivalent of work = i^)^. 

c = Specific heat, the subscript indicating the law 
of the expansion, and is used whether 
units are foot-pounds or heat-units. 
H = Heat required in heat-units or foot-pounds. 
J = Mechanical equivalent of heat = 778. 
K = Constant of equation /z/" = IC. . 

X = Total heat required to make I pound of vapor 

from liquid at 32 degrees F. 
m = Weight. 
M = Weight. 

n = Exponent in equation /z/* = K. 

p = Pressure in pounds per square foot, absolute. 

q = Heat of liquid. 

r = Total latent heat. 

p = Inner latent heat. 
R = Constant forany substance in equation /^=if 7". 

s = Volume of I pound of vapor. 

<r = Volume of i pound of liquid. 

t = Temperature Fahrenheit. 

T = Temperature absolute. 

u = Difference between the volume of i pound of 
vapor and I pound of liquid = j— <r. 

V = Volume in cubic feet of i pound. 

V = Any volume. 

W = Work, foot-pounds or heat-units. 

V 



Digitized 



by Google 



Digitized 



by Google 



NOTES ON THERMODYNAMICS. 



In Physics a distinction is made between perfect 
gases and vapors. In this work we will also deal with 
these two classes of substances, and, for engineering 
purposes, perfect gases are such as practically obey the 
laws of Boyle and Charles. Under the head of perfect 
gases would be classed air, hydrogen, oxygen, super- 
heated steam, ammonia, carbonic acid, etc., all being 
sufficiently far from their condensing-point to obey 
the laws referred to above. 

In the shape of a formula these laws can be best 
stated as 

pv-RT. ..... (i) 

This equation is constantly being used in thermody- 
namics, and the exact meaning of the terms is impor- 
tant. In all this work English units, pounds, feet, 
and degrees Fahrenheit will be used. In these units 
the following definitions may be given to the terms of 
equation (i): 

/ is the absolute pressure in pounds per square foot. 

V is the volume in cubic feet of i pound of the sub- 
stance dealt with. 
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2 NOTES ON THERMODYNAMICS. 

T is the absolute temperature, Fahrenheit degrees. 

i? is a constant whose value depends on the sub- 
stance and the units taken. 

To determine the value of R for any substance, we 
must have for one given condition of pressure and 
temperature the corresponding value of the volume of 
I pound. This we have for many substances. Thus, 
for air we have, for a pressure of 14.7 pounds per 
square inch, or p = 14.7 x 144, and a temperature of 
32 degrees Fahrenheit, or 7"= 492.7, the volume of 
I pound of air, or z/ = 12.39 cubic feet. These are 
quantities determined by experiment. Putting these 
values in equation (i), we have for air 

/z; _ 14.7 X 144 X 12.39 _ -. _ 

T "" ' 492.7 "" "•^^' 

or, for air, with the units we have taken, we have 

pv = 53.372^. 

This equation is always true for air, and if, at any 

time or under any conditions, two of the variables in 

the equation are given, the third can be found. 

Problem 1. — 10 pounds of air at 200 degrees F. occupy 120 
cubic feet; what must be the pressure ? 

120 

Here 7^ = 460.7 + 200 = 660.7; «/= — =12; 

1 % V7 X 660 7 

p =: 2212L 11 = 2950 pounds per square foot.* 

Probt 2i — How many pounds of air does it take to fill 5600 cubic 
feet at 1 5 pounds pressure per square inch and at 60 
degrees F. ? 

* The slide-rule or three-place logarithms are used in the solu- 
tion of all problems, and the result is probably correct within 2%, 
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NOTES ON THERMODYNAMICS, 



Here/ = 15 x 144 ; T— 460.7 + 60 = 520.7 ; 

520.7 X 53.37 , , . . , 

^ — 2. — ± — ?J_Ji -. 12.9, and as this is the volume 
15X 144 



of I pound, 5600 cubic feet contain 



5600 
12.9 



= 434 



pounds of air. 
Probt 3i — At what temperature will 10 pounds of air at 1 5 pounds 

pressure per square inch fill 60 cubic feet ? 
Prob. 4. — What must be the pressure in a vessel of 4 cubic feet 

if it contains 30 pounds of air at 50 degrees F. ? 

Evidently, if, in equation (i), we are dealing with 
a substance twice as heavy as air, the value of v in the 
first member, or the volume of a pound, will be only 
half as great and, consequently, the value of R would 
be only half as great. 



Substance.* 



Air 

O 

H 

N 

COa 

NH 

CO 

HaO (steam) 



Relative 
Density. 




R 

Value. 


14.4 


53.37 


53.4 


16 


14.4 

-^x 53.37 


48.1 


I 


M-4 X 53-37 


770 


14 


^ X 53.37 


54.9 


22 


22 


35.0 


8.5 


14.4 

8.5 X 53.37 


90.6 


14 


14.4 


54.9 


9 


^X".37 


85.6 



* Some of these substances do not act as perfect gases at usual 
pressures and temperatures, so that care must be exercised in 
using these constants. 
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4 NOTES ON THERMODYNAMICS. 

This enables us to apply the formula of equation (i) 
and its constant, as determined for air, to many other 
substances.. From a table of relative densities one can 
readily determine the value of R for these substances, 
as in the table on page 3, and these values are practi- 
cally correct for engineering calculations. 

Prob. 5. — How many pounds of oxygen will a holder contain 
whose volume is 3 cubic feet, pressure 250 pounds 
per square inch, and temperature 75 degrees F.? 
We have for oxygen 

7? = -^ ; 7^=400.7 + 75 = 535-7; 

p = 250 X 144 = 36000; 

14.4 X 53.37 
^ ^ ^^^-^ "^^ X 535.7 

V = 7 and 

36000 

3x36000x16 ,, 

wt. = — - — = 4.2 lbs, 

14.4x53.37x535.7 

Prob. 6.— What weight of hydrogen will fill a holder of 3.5 
cubic feet at 200 pounds pressure and / = 80 
degrees F.? 

Prob. 7.— What is the temperature at which a cubic foot of CO9 
will weigh .2 pound at 100 pounds pressure ? 

It is convenient to reduce the expression for the 
weight to a simple formula. If V is the total volume 
and V the volume per pound, then 

V pV 

— = weight, or Mz=-j^7=r, 

from which of course, if F= v, the weight is i pound. 
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NOTES ON THERMODYNAMICS. 5 

Probt 8. — How many pounds of air will fill a vessel of 400 
cubic feet at 15 pounds pressure if one-half the 
volume is at 80 degrees F. and the rest at 600 
degrees F.? 
The weight of the portion at 80 degrees is 

,- 15 X 144 X 200 

Mx = -^ ^^ = i4.9» 

53.37x541 ^^ 

and the weight of the remainder is 

-. 15 X 144 X 200 ^ 

M% = -2 ^^ — 2 — = 7-62. 

53.37 X 1061 

The total weight is 22. 52 pounds. 

Probt 9. — What must be the pressure at which 20 pounds of 
air will fill 270 cubic feet, 180 cubic feet being at 
500 degrees and 90 cubic feet at 60 degrees F.? 

In defining a perfect gas, there was one peculiarity 
which was not mentioned and which will now be of 
use. When a perfect gas is allowed to remain at the 
same temperature while its volume changes, the 
amount of heat that must be added to it to change 
its pressure and volume is that required to do the 
external work and no more. That is, if a perfect gas 
is allowed to expand and change its temperature, the 
quantity of heat which must be added to it is that 
required to change the temperature, added to that 
required to do external work. 

As the equation /I/ = 7? 7" contains three variables, 
it is not convenient to indicate all the variations of 
/, V, and T on the same diagram, and for convenience 
of representation, and because a diagram whose co- 
ordinates are pressure and volume is a diagram of 
work, the /, v co-ordinates will be understood unless 
different co-ordinates are marked on the figure. 
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NOTES ON THERMODYNAMICS. 



Thus, in Fig. i if we call the two axes pressure and 
volume, and we have a pound of gas in the conditions 
represented by ^, its volume is oy and 
its pressure is ay^ the temperature being 
fixed from the equation pv =- RT. If 
c now the pressure of the gas is increased 
from ay to by, there being no change 



y VOLUMES. X in volume, there will be no work done 
by the air. As its pressure is increased 
the temperature is increased in the same proportion, 
and we must have added enough heat to cause this 
change in temperature. If, however, instead of in- 
creasing the pressure, it had been maintained constant 
and the volume increased from oy to ox^ we would 
have had not only to raise the temperature, but to 
have done work overcoming a pressure ay through a 
distance yx. 

Again, if neither the pressure nor the volume re- 
mains constant, we have in Fig. 2 the condition a for 
the initial condition and d for the 
final condition, and the amount of 
heat which must have been added 
from a to d must have been enough 
to change the temperature from 
that at a to that at d, and also to 
do an amount of work equal to the 
area ayxd. 

To express the relation between these quantities 
we must have units in which to measure them. 

The unit in which the quantity of heat is measured 
is the amount of heat which must be added to i 




Fig. a. 
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NOTES ON THERMODYNAMICS, / 

pound of water at 62 degrees F. to raise its tempera- 
ture to 63 degrees, and is called the British Thermal 
Unit, or simply B.T.U. 

The unit of work is the foot-pound, and, experi- 
mentally, it has been determined that one B.T.U. is 
equivalent to 778 foot-pounds. 

The number of heat-units which must be added to 
I pound of any substance to raise it i degree in tem- 
perature is called the specific heat. 

Referring now to Fig. i, if c^ is the amount of 
heat which must be added per degree to raise the 
temperature from a to b, then c, is the specific heat 
for constant volume, and the total heat required is 
cJ^Ti, — T^ when 7i and Ta are the temperatures cor- 
responding to the conditions b and a respectively. 
The value c, for air is .169 heat-unit, or 132 foot- 
pounds. 

Prob. 10. — If 5 cubic feet of air at 30 pounds pressure per 
square inch and 60 degrees F. has 20 heat-units 
added to it at constant volume, and if the heat 
required to raise the temperature of i pound i 
degree at constant volume is .169 heat-unit, what 
is the resulting temperature ? 

The weight of air is 5X3QX^4 4 _. ^- pound. The 
53-37x521 "^^ 

heat required to raise this i degree is . 774 x. 169 

= .131 heat-unit. The rise in temperature is 

therefore = I53 degrees. 

Prob. 11.— If 15 cubic feet of air at 100 pounds pressure per 
square inch is raised from 60 degrees to 100 de- 
grees F. at constant volume, how much heat is 
required ? 
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8 NOTES ON THERMODYNAMICS. 

Similarly, if Cp is the total amount of heat per 
degree which must be added to the pound of gas at 
^, Fig. I, to cause the gas to expand from a to c^ 
then Cp is the specific heat for constant pressure, 
and the total heat required is Cp{T^— T^, In this 
case, however, the heat has been used partly in rais- 
ing the temperature, the remainder being required to 
do external work. We can therefore write for the 
quantity required to change the temperature only, 
cXTc— T^i and for the quantity required to do the 
work, ay{ox — oy) or paiy^ — - v^j and, as all the heat 
must be accounted for, we can write 

Cp{T, - 7;) = c^{T, - 7;) + />, - 70. . . (2) 

For air Cp is .238 heat-unit, or 185 foot-pounds. 

Probi 12t — If I pound of air is changed from 20 degrees to 30 
degrees F. at a constant pressure of 100 pounds 
per square inch, how much heat must be added if 
to raise the temperature alone required that the 
equivalent of 132 foot-pounds of work be added 
for each degree ? 
The heat to change the temperature only is the 
equivalent of (30— 20) x 132 = 1320 foot-pounds. 
The amount of work to be done is to overcome 
the pressure of 100x144 pounds per square foot 
through the difference in volume. The initial 

. 53.37X481 jt r. n ^ 

volume IS ^^^-^ = 1.79 and the final vol- 

100x144 '^ 

ume = ^^-^^-^^^^ = i.83. The work is then 100 
100x144 ^ 

X 144(1. 83 — 1.79) = 576.0 foot-pounds. The total 

heat required is therefore the equivalent of 1320 

+ 576 = 1896 foot-pounds. 
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NOTES ON THERMODYNAMICS, 9 

Probt 13i— If ^» = 132 foot-pounds, prove, by using equation (2), 
that cp-=. 185 foot-pounds. 

Taking now the third case, if we call c^ the total 
amount of heat per degree which must be supplied 
from a to d^ Fig. 2, then c^ is the specific heat for the 
law represented in the figure. This is used up partly 
in changing the temperature, which will account for 
the amount c^^T^— T^, and the balance in doing the 
work represented by the area ayxd. We can there- 
fore write 

c^{ r^- Ta) = c,{ T^- Ta) + aj^xd, . . (3) 

The two equations above can be written in the gen- 
eral form, 

Total Heat = 

Heat required to raise temperature + work done, 

or, in the differential form, 

dif = c^dt -{-pdv, .... (4) 

the latter term being the calculus method of indicating 
the elementary area a'y'x'd' , 

This equation is the fundamental one of the thermo- 
dynamics of gases. 

Equation (2) can be written as below from the fact 
that pcV^ =zRT,, and paVa = RTa'* 

c,( 7;- Tj = c,{ r- 7;) + R{ r,- TX 

or 

Cp = c, + R (5) 
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lO NOTES ON THERMODYNAMICS, 

This equation represents the relation between the 
quantities which it is important to remember. 

Experimentally, it has been shown that, for perfect 
gases, 

-^ =1.41, 

and we can write 

c/.c^'.R :: 1.41 : i : .41, 
or 

Heat added at constant pressure : Heat required to 
raise the temperature : the work done : : 1.41 : i : .41. 

Prob. 14. — If 5 pounds of air at 170 degrees F. has 16 heat-units 
added to it at constant pressure, liow much work 
is done ? What is the final temperature ? 
To find the work done we have 5 x cSJ% — 170) 

= 16 h. u. 
Work = 5 X /?(/, — 170) = ^^ X 16 X 778 ft.-lbs. 

= 3620 ft.-lbs. 

rm. • • * . Work 3620 o^ 

The rise m temperature = r— = — = 13 .6. 

5^^ 5x53.37 

The final temperature is 170 + 13.6 = 183.6. 

Prob. 15. — A given weight of air expanding at constant pressure 
does 1000 foot-pounds of work. What heat must 
have been added to the air ? How much heat was 
used to raise the temperature? 

Prob. 16. — 15 cubic feet of air expands to 40 cubic feet under a 
constant pressure of 30 pounds per square inch. 
How much heat was required ? 

Now/z/ = RTy and if all are variables, we can write 
pdv + vdp = Rdtf 
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NOTES ON THERMODYNAMICS. II 

and substituting this value oi pdv in (4), we have 

dH = c^dt + Rdt — vdp, 
or, from (5), 

dH z= Cf^t — vdp (6) 

The two equations (4) and (6) are often spoken of as 
the two fundamental equations of the thermodynamics 
of perfect gases. 

The quantity of heat required to cause i pound of 
air to expand doing work can then be written as 
follows : 



i) + / Pd'^j • 



H=cXT,-T,)+ pdv, ... (7) 

in which 7", is the final temperature, v^ the final vol- 
ume, and T^ and v^ the corresponding initial condi- 
tions. 

Prob. 17.— If the initial condition is such that 5 pounds of air 
occupy 50 cubic feet at 30 degrees F., and the final 
condition such that it occupies 120 cubic feet at 40 
degrees F.» and the expansion takes place along a 
straight line, how much work is done and how 
much heat added ? 
It is first necessary to find the pressure. From pv=RT 

we have for the initial state, p = ■ '^ — ^ = 2630 

5 

pounds per square foot. For the final condition, 

53.37 X 501 . 

/ = — = 1120 pounds per square foot. 

~r 

The work done is therefore, from a diagram, 

2630+ 1 120, . - ,. ,_ . 

— ^ (120 — 50) = 131000 ft.-lbs. = 168 h. u. 
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12 NOTES ON THERMODYNAMICS, 

The heat required to raise the temperature is 

sx..(r.-r.) = sxi|j3L^=8h.u.. 

and the total heat required is 

i68 + 8 = 176. 



To determine the value of area abed or the 



: / pdVy 




Fig. 3. 



we must know the law connecting 
?iwTo the pressure and the volume of 
the path ab. If we call this pif^ 
= Ky we have, knowing /^ t/, and 
7;, and/2» ^2 ^"d ^2» 



or 



« = 



log/i— l og A 
log z/j "" log ^1* 



(8) 



The value of K is obtained from either of the above 
equations. 

Prob. 18.— What is the value of n that the expansion curve 
passing through the same initial and final points 
as in problem (17) should be/2/** = A"? 

Area of abcd^j^pdv = J ^ _=__[- _J^^ 
^JU-1 \-^ 
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NOTES ON THERMODYNAMICS. 13 

Putting in the value of K for the equation above, we 
have the work 

= i4^(^«-^. ) (9) 

Prob. 19t— Having given, in problem (17), that the law of the 
expansion is pt/-^^ = A', how much work is done 
if the final condition is / = 40* ? 

Work = 5 X ^^'^ (40 — 30) = 107000 ft. -lbs. 

The total quantity of heat required is therefore 

II=cXT,^T,)+j^T,^T,). . . . (10) 

= cJ,T^ — 7;), 
when c^ is the specific heat according to the law 

Equation (10) is worth committing to memory as it 
is here given. 

Prob. 20. — How much heat would be required in problem (19)? 

From problem (17) the heat required to change the 

temperature is 8 heat-units. From (19) the work 

done = — ^-5 — = 137 heat-units. The total heat 
778 ^' 

required is 137 + 8 = 145 heat-units. 
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14 NOTES ON THERMODYNAMICS. 

The special cases already treated of and some others 
may readily be derived from equations (9) and (10). 

In « = o, /z;* = K becomes/ = constant, the work 
done, from (9), is, evidently, R{T^ — 7i), and the heat 
required, from (10), \s\c^ + K){T^ — 7^)= Cp(T^ — T^ 
as before. 

If — = o, we have v == constant, and the work done, 
n 

from (9), is evidently o, as 



I 

n 



The heat required, from (10), is cJ^T^ — 7\). 

If the heat is constant, we have ^ ^ — ^(^2^ ^i)=^» 

and one solution of this is — = «. This expansion, 

where no heat is added nor taken away but work is 
done, is called adiabatic expansion, and its equation is 

pv''vT=. K, or, as for air -- = 1. 41, we have 



P7^''^=zK. (II) 

The work done is 
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NOTES ON THERMODYNAMICS. 1$ 

Evidently, as Cp = iS + ^r* ^^^^ ^p = i-4i^v» ^^ have 
7? = .\\c^y and the work done is, for adiabatic expan- 
sion, cJ^T^ — 7\), and the heat given up is cj^T^ — T^ 
to do this work. 

If the temperature is kept constant we have 7\= T^y 
pv = RT =1 K, and n =z i. The amount of heat re- 
quired is then, from equation (9), 



which is indeterminate. We can, however, determine 
the quantity of work done and of heat added by going 
back to the original equation, 

H = cJiT^ - 7;) + pdv. 

Here T^ = T^ and pv = K. Consequently 

H^fjdv=£^=.K\oz.\=p,v,\oz,\ (12) 

Evidently, from the equation /z/ = i?7', we can put 
RT^ for either /jZ/j or/2^2' ^^^> from/t/ = K^ we can 

2/ if 

put for — the value ^. In solving problems, that form 

of equation should be used which covers the greatest 
amount of given data. 

Probi 21.— II I pound of air has 40 heat-units added to it and 
25 heat-units are the equivalent of the external 
work, what is the value of n in the equation 
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1 6 NOTES ON THERMODYNAMICS, 

As the external work = 25 h. u. = (T^ — T{S, the 

remainder, 15 h. u., =^v(7'a — Tx),or 
15 _ Cv{i — n) ___ I — /g 
25 "" 7? 41 

n = .754. 

Prob. 22. — If 10 heat-units are added to i pound of air at con- 
stant pressure, what work is done and what is the 
rise in temperature ? We have 

cp'.Cv : R '.: Heat added : Heat to raise tempera- 
ture : work 

10 10X.41 
: : 1.41 : I : .41 : : 10 : — ; — — -— 
1.41 141 

___ , 10 X .41 X yjZ . ,^ 

Work = '-^ = 2270 ft.-lbs. 

1. 41 

As we are dealing with i pound, the rise in temper- 
ature 

Work 
= —^ = 424 degrees. 

Prob. 23. — If 40 heat-units are added to 5 pounds of air having 
a pressure of 25 pounds per square inch and a 
volume of 30 cubic feet, what is: (i) final V,fi, t\ 
(2) the work done if (A) it is added at constant 
pressure, (B) at constant volume, (C) at constant 

temperature, (D) according to the law/zr = K} 

The value of n when no heat is added could have 
been determined directly from the fundamental equa- 
tions as follows: When no heat is added we can 
write 

dH = c^t + pdv = o, or c^t = — pdv^ 

and 

dH = Cfdt — vdp = o, or c^dt = vdpy 
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i; 



and dividing one by the other we have 



cp' 



pdv 
' vdp' 



or 



dp 



dv 
IT' 



or integrating between limits we have 
or, dropping the logarithms, 



Cv 



cp 



^^ = l^y, or Az//-i =P2V,'\ or /z/^« = K. 

To determine whether the tepiperature will rise or 
fall during expansion, whether work must be done by 
the air or on the air, and whether heat must be added 
or taken away. Fig. 4 will be of service. Through 

h 




Fig. 4. 

the initial point Ay Fig. 4, we have drawn a series 
of curves for different values ot n. n =^ o is at 

constant pressure, — = o is at constant volume, n= i 

is at constant temperature, and n = 1.41 is an adia- 
batic. 

Evidently all expansion curves having n positive will 
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fall between a and d, all having n negative will fall 
between a and h. All compression curves having n 
positive will fall between e and A, and negative values 
will fall between d an,d e. 

Starting at -^, if the path of the air is to the right, 
work is done by the air, or is positive ; if to the left, 
work is done on the air, or is negative. The following 
table should be mastered by the student. From A, 
then, calling rise in temperature, heat added, or work 
done by the air positive, we have, if curve falls between 
the limits, 

n,' Temp. Heat. Work. 

^tO* 0<«<I + + + 

b \.o c I < ;« < 1.41 — -}- -^ 

ctod 1.41 <n — — ^ 

d\.o e n<^o — — — 

etof o<n<\ — — — 

/to^ I < ;« < 1.41 + — ^ 

gtoh 1.41 < « J^ j^ ^ 

hio a n <o + + + 

We are now ready to take up the question of the 
amount of heat expended and the amount of work 
done when the gas under consideration goes through 
a series or cycle of changes, being 
at the end in the same condition as 
at the beginning. In Fig. 5, sup- 
pose we have a pound of the gas 
starting at the condition /iZ/jTi and 
Pjq expanding according to the law 

fv^ = iST until it reaches a point 
p^\T^, Suppose now it expands along the line 
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NOTES ON THERMODYNAMICS. I9 

pv^ = Ki to the condition f^v^T^. It is then com- 
pressed along the line/z/** = K^ to p^v^T^ , which is 
such a point that, if the compression is continued 
along the line pi/* ^ K^y it will again reach its initial 
condition. 

There are certain algebraic relations between the 
quantities in this diagram which should first be de- 
duced. They are: 

pi" pi ' v^" v^' Ti"" t;' 

From the given data we have 

A^r =/2^2'* ; /2^2'' = /s^s" ; A^s*" = A^4'" ; pi'^i = A^i**, 
and multiplying these equations together we have 






(13) 



Again, 



A W ' A W 



or 



M = «"=,, from (13); 

h-h (14) 

Multiplying (13) by (14) we have 

^2A _ A^8 _ Z* — Z5 /■Te\ 

These relations should be kept in mind, as they 
often lead to an easy solution of problems. Equations 
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(13) and (14) are true if the figure is bounded by any 
two similar (algebraic) sets of curves, and equation (15) 
is only true for substances having /z; = RT iox their 
equations. 

The work done in a cycle similar to that in the 
figure is evidently the area of the diagram, or it is the 
heat added from 4 to 2, less that taken away from 2 
to 4. 

From 4 to I, 

Heat = (^.+ j^j(7\~ T^) ; Work=-p^(r.- Ti). 

From I to 2, 
Heat = (^.+-^(ra- 71); Work=^(7i- 7;). 

From 2 to 3, 
Heat=(^.+^)(7's- n ; Work=y4^(r8- n. 

From 3 to 4, 
Heat=(..+-^)(7;-7',); Work=-p^(7;-7',). 

The net work done is therefore the area of the 
diagram, or 

_^(r,+ Ta- T,- 7;) + ^( - T,- 7;+ 7-,+ 7;) 

^r[— ^Wi+t's-t^-t;). 

The total quantity of heat which must be added is 
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that required to raise the body from 7^4 to T^ through 
7i, or 

(^.+7^J (^.- n^ (^.+ -^ in- r.) 

= total heat added ; or, calling c^ and c„ the specific 
heats according to the laws i , 2 and 4, i , we have 

Total heat = cJ^Ti — T^) + ^^(7^ — T^). 

The efficiency, which is the ratio of the work done 
to the heat expended, is then 

If either set of curves is adiabatic we have, say for 
« = 1. 41, for the efficiency 

^(-r^-ii>^'+r3-r.-7;) 

As R= .4ic^, we have 

o 

' " 7-2 - 7\- 

Putting 7*3 = -4^ , we have for the efficiency 
■^ 1 

r, 7i ^ ' 
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That is, in any such cycle^ the efficiency is the drop 
ift temperature along either adiabatic divided by the 
highest temperature on that adiabatic. The amount 
of work done in such a cycle can be determined by mul- 
tiplying the heat added by this efficiency. 

Prob. 24.— A cycle is made up of two adiabatics and two 
curves pv'* = K. If lo heat-units are added to 
I pound of air, pi = 3000 pounds per square 
foot, v\ = 10 cubic feet, how much work will be 
done, the lowest temperature in the cycle being 
o degrees F., and what is the highest tempera- 
ture in the cycle? 
In Fig. 6 we have the data given as shown. To 

determine Tx , we have 7\ = = 561. 

53-37 
The work done is 

561 — 461 „ ^ ,^ 

10 X ^^ X 77S = 1390 ft. -lbs. 

To determine 7\, we know that 10 heat-units are 

added from Ti to T", ac- 
cording to the law pi/** 
z=IC, or 

io==(c. + -^-^)(T,^Tr) 

r, - Ti = 32.8, r, = 593.8. 

Prob. 25.— A cycle is made up of two isothermals and two con- 
stant-volume Imes. The extreme volumes are 40 
and 10 cubic feet, and the extreme pressures are 
15 and 100 pounds per square inch. How much 
work is done and how much heat is required ? 

Prob. 26. — A cycle is made up of two constant-pressure and 
two isothermal lines. The extreme pressures are 




Fig. 6. 
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15 and 10 pounds per square inch, and the ex- 
treme volumes are 10 and 70 cubic feet. How 
much work is done and how much heat is re- 
quired ? 

Probs 27. — Having given 2 pounds of air at Pi = 3000 pounds, 
Ki = 1 5 cubic feet, Ti =460, T» = 420, and /n/'''=IC, 
how much work is done, the other curves being 
adiabatics ? 

In a cycle such as we have just been considering it 
can be shown that the work done 
may be expressed in a number of 
ways. In Fig. 7 the heat added 
from 7; to 7; = r^(7; — 7;) = Q,. 
The heat taken away from T^ to T^ 
= cAT^— T,) = Q,, The first of 
these divided by T^ is equal to the second divided 
by T^. For we have the relation 




Fig. 7. 



and, 


therefore, 








t 




f« 


(7;- 


Ill = 




T,) 



In the same way the heat along the top line di- 
vided by 7^2 is equal to the heat along the bottom 
line divided by T^ The work in such a cycle can 
therefore be stated as the heat added along either 
line divided by the temperature at either end of the 
line taken and multiplied by the range of tempera- 
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ture along the adiabatic passing through the point at 
which the temperature was taken, or the work is 

f ^ ( r, - 7;) = f ( T, - n = # ( 7; - T^ 

= %{T,-T,) (17) 



T, 



3 




This relationship should be entirely understood. 

Having shown that the work done in any cycle 
having adiabatic curves for two of the bounding 
curves is equal to the heat added times the range in 
temperature along one adiabatic divided by the max- 
imum temperature along that adiabatic, it can be 
shown that, if the heat is added at constant tempera- 
ture, the maximum range in the 
cycle, being the same, the amount of 
work done or the efficiency will be 
the greatest. In Fig. 8 let i, 2 and 
3, 4 be isothermals, and 2, 3 and 
I, 4 be adiabatics. Then i and 2 will 
be at the highest temperature, and 3 and 4 at the 

2" X 

lowest. The efficiency is then ^ . Now, sup- 

-« 1 

pose the heat, instead of being added along an iso- 
thermal, is added according to any law as I, 5. The 
temperature of 5 is evidently below i or 2, as we have 
assumed that 7i is the highest obtainable temperature. 
As 7^3 is the lowest temperature, it is evident that a 
curve similar to i, 5 passing through 3 will cut i, 4 at 
a higher temperature than T^. The efficiency is then 
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'p y y y 

^ rp — ^, which is evidently less than zf. — , as Ti is 

greater than T^. As the efficiency is less, the work 
done by the same quantity of heat is less. Therefore 
the greatest efficiency is obtained when heat is added 
at constant temperature, which also implies that heat 
must be taken away at constant temperature. 

The diagrams we have drawn heretofore have shown 
the amount of work done, but have given us no 
graphical idea of the quantity of heat which enters the 
cycle. This quantity of heat, as well as the quantity 
of work, can be shown by a definite area on this 
diagram. By a definite area is meant one that can be 
measured by a planimeter. 

Suppose 1,2, Fig. 9, to be the path representing 
the changes in pressure and volume. We have the 




I Q I QL I Q 



10 11 



Fig. 9. 



work done A-^B-^C, the letters referring to the 
spaces in which they occur. 

At I the total energy in the gas can be represented 
by drawing the adiabatic i, 12, 6 and continuing it 
indefinitely to the right. The area under this curve, 
or C -{- F-^- Gf is the equivalent of the energy in the 
substance at i, because it is the amount of work 
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which would be done if it was allowed to expand at 
the expense of its own heat until it reached the abso- 
lute zero. At 2 the energy remaining in the gas can 
be represented by the total area under the adiabatic 2, 3 
drawn through 2. This is equal to D-\'E-\-F-\-H-\'G. 
We have then that the amount of heat added is equal 
to the energy remaining at 2 plus the work done from 
I to 2 and minus the energy at i , or 

Heat added 

or the area between the path i, 2 and two adiabatics 
drawn through the extremities of the path and indefi- 
nitely extended. 

We have already seen that the work done by a 
pound of air expanding adiabatically can be repre- 
sented by 

where T^ is the final and 7i is the initial temperature. 
The energy in a pound of gas at i can be determined 

by making T^ in the above equation o, and ^or ^-^^ 

is the energy. Similarly at 2 the energy in a pound 

of the gas is . If 2, 4 is an isothermal through 

.41 

2, the energy in the gas at 2 is the same as at 4, or 

d by Google 
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RT 

^, and if I, 3, 5 is an isothermal through i, the 

.41 

energy in the gas at i, 3, or 5 is 

.41 .41 

Evidently, if, after expansion takes place from i to 

2, we allow it to continue adiabatically to 3, the air 

has as much energy at 3 as it had at i, and whatever 

heat we have added has all gone to do work. The 

total work done is (^ + ^ + C + -D + iE + Z'), and 

this is equal to the heat added from i to 2. 

The area Z? + £ + /^ is equal to the area K '\- Ly 

j?T 

for at 2 the energy in the gas is ^^ and at 4 it is the 

.41 

same. At 3, the energy is — ^, and at 5 it is the same, 

.41 

Passing from 2 to 3 the energy converted into work is 

— ( 7^2 — T^i), and from 4 to 5 it is the same. But the 
.41 

work done is in one case 2? + -^ + -'S ^^^ ^^ ^^e other 

iT+Z; and as they are the equivalent of the same 

amount of energy, they are equal to each other. 

Prob. 28. — How much energy is there in i pound of air after it 
has expanded adiabatically to 20 cubic feet, if its 
initial conditions were/ = 2000 pounds, z/ = 16 
cubic feet ? 

Probt 29. — What is the energy in 10 cubic feet of oxygen at 
100 pounds pressure per square inch and 100 
degrees F. ? 
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There is another method of illustrating graphically 
the heat added under any conditions. If we attempt 
to draw a diagram having absolute temperature T for 
ordinates and Q, the heat, for the area under any curve 



to the other axis of co-ordinates, the abscissa 



because Q 



-Kfi)- 



The quantity / — is 



called entropy. 

Evidently on such a diagram an adiabatic is repre- 
sented by a line parallel to the T axis, because no 
heat is added along an adiabatic. The diagrams 
shown in Figs. lo and 1 1 represent a /, z; diagram 



and 2i Ty j -f^ diagram. 




Fig. io. 



* The data assumed in drawing these diagrams are 
Pa = 3000, T^ = 561, v^ = 10, z/^ = 20; for AB, 
n = o; AC, n = i; AD, n = 1.41 ; CE, n = 1.41; 
and for DE, » = i. 
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In locating points in Fig. ii, the point A is taken 
at any point on the T = 561° line. To determine the 
distance to C, we have, as this is a constant-tempera- 
ture line, dQ = pdv^ and 

To locate the point B^ we have dQ = Cpdt and 

These diagrams are drawn to such a scale that the 

area represents foot-pounds in either diagram. In the 

first diagram, Fig. 10, the area under AB is the work 

done at constant pressure, and in the second diagram, 

1. 41 
Fig. II, it is the heat added and is as great. In 

the first the area under AC is the work done at con- 
stant temperature, and in the second it is the heat 
added and is exactly equal to it. In the first the 
area under AD is the work done adiabatically, and in 
the second it is zero, as it should be. 

If we draw through D an isothermal as shown by 
the line D£, the point E completes a cycle, and for 

the second figure evidently -tjt^ = ^^7^* as proved 

■^ AC ^ DB 

above, and the aresis ACED in the two figures are 

equal. 

Prob. 30.— Draw diagrams, similar to Figs. 10 and 11, to 
scale, representing the expansion of i pound of air 
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at 60 pounds pressure and 100 degrees F. (A) 
adiabatically, (B) along the isothermal, (C) at con- 
stant pressure, until the volume is doubled, and in 
each case, if possible, represent by a definite area 
the amount of work done and energy expended. 



GENERAL EQUATIONS. 

In taking up the portions of thermodynamics treat- 
ing of substances generally, certain matters which we 
have already deduced apply, while certain others do 
not. Thus, Fig. 12, if -^^is the path of the substance 
under discussion (any substance), the 
external work done is here, as before, 
^ ^ the area ABDC. The total amount 
■^ of heat added to cause the substance 

^. . to pass from ^ to -ff is again repre- 

^___sented by the area between AB and 

° FiG^i2 ^ ^^^ adiabatics at the extremities A 
and B indefinitely extended to the 
right. Here, however, the adiabatics are not neces- 
sarily curves whose equation is pv^-^^ = K^ as this rela- 
tion only applies to perfect gases. They are curves, 
however, so drawn that from B to E^ for instance, the 
area BEFD^ which is the external work done, is the 
exact equivalent of the heat-energy which has disap- 
peared as such between B and E. 

We have called certain lines isothermals, and made 
certain statements about these lines. That is, in Fig. 
13, if -^^ is an isothermal for a perfect gas, it is a rect- 
angular hyperbola, the heat added from -^ to -ff is 
the area UBAL and is exactly equal to the area 
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C 
Fig. 13. 



ABCD representing the external work. Hereafter 
ABy if it is an isothermal, is 
only 2l line of constant tem- 
perature; it need not be and 
often is not a rectangular hy- 
perbola. The heat added is 
equal to UBAL but is not 
necessarily equal to ABCD. 
The work done is equal to ABCD and may or may 
not be equal to L'BAL. 

The attempt will be made hereafter to use the terms 
adiabatic and isothermal in the general sense spoken 
of above. 

Fig. 14 shows the work done, and Fig. 15 the heat 
added isothermally to any substance. In Fig. 14 the 




A 




B 


a' 




B' 


L 


l' 



VOLUME 

Fig. 14. 



ENTROPY 

Fig. 15. 



isothermal may be a rectangular hyperbola if we are 
dealing with air, a constant-pressure line if we are deal- 
ing with a mixture of liquid and vapor, or it is the line 
which represents the relation between / and v at con- 
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stant temperature. In Fig. 1 5 it must be a line perpen- 
dicular to the T^axis. AL and BL'zx^ adiabatics ; in Fig. 
14 they are curves, and in Fig. 1 5 they must be straight 
lines parallel to the T^axis. The heat i7 added from A to 
B in both diagrams fs the area ABL'L. Draw any other 
isothermal A'B' in both diagrams so that its tempera- 
ture is dt degrees below AB. Evidently, from Fig. 15, 

the area ABB' A' is equal to -=dt. From Fig. 14, the 

equal area ABB' A' is j dp dv^ and these two quantities 
are equal to each other, or 



P'=j 



dpdvy . . . . (18) 



where dp is the vertical distance between AB and 
A'B\ ov dv is the horizontal distance between these » 
lines, but hot both at the same time. We can write 
the equation in either of the following forms : 

Ydt = / \dp) dv = I {dv)dp, 

the quantity in the parenthesis meaning that the value 
of (dp) is fixed by the isothermals and that dv is the 
other independent variable, or in the last member the 
reverse is the case. 

As it is the quantity ab in Fig. 14 that we must 
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insert in the equation for (^), we can determine its 
value from the equation of the substance by deter- 

mining [-rrh which gives us the rate of change ol p 

with Ty and multiplying this by dt^ or ab = \—tt\ dt. 

Similarly {dv) z=z cd = ("^ rf/, or writing these values 
in the original equations, we have 

or differentiating, 

We see, then, that, if heat is added to any substance 
along an isothermal, the quantity of this heat can be 
represented by either of the two quantities in equa- 
tion (19). 



♦This form is chosen to clearly indicate that we wish to obtain 
a number (or an expression) giving the ratio of the simultaneous 
changes of p and T at constant volume, and this in no way de- 
pends on the value of dt. 
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Probi 31i— Prove from equation (19) that if heat is added to air 
at constant temperature, the heat required is 

RT\oz. — . 

For air /z/ = Ti^T'and (— ) = (— ) ,from this aqua- 

tion, gives 

vdp = Rdt, 



\dt)v V 



From equation (19), 

As the temperature is to be constant, we have 

^ -^A 

Probt 32.— How much heat must be added at constant tem- 
perature to a substance whose equation is 



6.1 



2730 



p = 10 T 

to change its volume at constant temperature 
from v\ to 2/j ? 
Prob. 33.--Having given 

^^ V Tv" 

as the relation between the pressure, volume, and 
temperature of a substance, how much heat must 
be added at constant temperature to change its 
volume from V\ to v^ , having given the values of 
.4, -ff,/i,and T? 
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If, however, the heat, instead of being added along 
an isothermal, is added along any other line, the follow- 
ing method will determine the 
quantity of heat. Let AB (Fig. 
1 6) be the line of the expansion, 
the co-ordinates being p and v. 
Let A and C be points dt degrees 
apart. The heat added between 
the points A and C is represented Fig- i6. 

by the area A12C, and this area = dH. Through C 
draw the isothermal CD until it cuts the line of con- 
stant pressure through A. The heat added from A to 
C is equal to that added from A to Z>, minus that 
from D to C. Or, it is more nearly true to say that 
the latter quantity becomes more and more nearly 
equal to the heat added from A to C, as the tempera- 
ture difference between A and C becomes smaller. 
Calling the difference in temperature dt^ then AD is 

^-~] dt, and CE is dp^ as the point C is fixed by the 

intersection of the isothermal dt degrees above A and 
the given curve of expansion AB. The area lADi is 
the heat added from A to D, or is by definition Cpdt. 
The heat from Z> to C is the area 2\DC, or, from 

page 33, is t[-j\ dp, and we have taken this form 

because AD or dv is the quantity fixed by the two 
isothermals dt degrees apart. The heat from -^ to Cis 

--j dp = dH, (20) 
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which is one form of the general thermodynamic 
equation. 

Another form of this equation 
is obtained as follows: Draw AF 
Fj^j^^^^c^^x^ (Fig. 17) at constant volume until 

it cuts the isothermal through C. 
2 Then the area \AC2 differs from 
\AF^ + aPC2 by the area AFCy 
- which disappears as dt is made 
smaller. Then 

and we have the areas 

AF^Y = c4t, ^C2 = T {^)dv, 
and 

dH^cJt+ri^^dv,. . . . (21) 

which is a second form of the fundamental equation. 
In these two equations the terms -j- and —^ depend 

only on the equation of the substance, and could 

dp dv 

have been written —rr and — rp, while the other terms 
at at 

depend on the law of the expansion. That is, in the first 

one we have made dt and dp depend on the law which 

we have chosen to assume for the expansion, but the 

Av 
value —J- depends only on the substance which is to 
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expand. In using these formulae it must be remem- 
bered that the units must be the same for all the 
terms. That is, if the area dpdv is in foot-pounds, it 
represents a certain part of the diagram, and the Cp or 
r„ must be in foot-pounds also ; or if Cp and c^ are in 
heat-units, the value of dpdv must be in heat-units 
also. 

Pfobn 34i — Suppose that there is a substance which, in the 
state we propose using it, is a gas, and that the 
relation between its pressure, temperature, and 
volume, as determined by experiment, can be 

expressed by the equation ^rv ^ AT :=. What 

will it do under various methods of expanding it ? 
First calling / constant, we have 

pdv = Adt + ^f, 

or 

[di\ A B 
\dt)p-p •*" T-P' 

and calling v constant, 

and the two forms of the fundamental equation 
are therefore 

dH=c,dt-{^^^dp (A) 

dH=e.dt^{^^^)^dv. (B) 

If now the substance is to expand at constant vol- 
ume, we have, from {B),H = Cvdt, If at constant 
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pressure, from (A), H^cpdt. If at constant tem- 
perature, from (A), 

H=- [AT+^\f^,or, from (B). 

If it is to expand adiabatically, we have dH=^ o for 

both equations and — = v » which is in the 

Cv dv 

V 

same form as the equation for the adiabatic ex- 
pansion of air. 

In using the fundamental formula we must remem- 
ber that the formula gives us the heat added from A 
to B in the figures, and that when we speak of the 
heat in a substance we are measuring for some datum. 
Ordinarily this is taken at 32 degrees F., and, as this 
is the temperature at which a change of state in water 
takes place, we must define more particularly, so that 
if we are dealing with water or its vapor it is cus- 
tomary to measure the heat from that in water at 32 
degrees. 

Heat in Water and Steam, — The application of the 
general formula to the heat in a liquid and its vapor is 
as follows : When heat is added to a liquid (water, for 
instance) at 32 degrees, its temperature rises and its 
volume changes slightly. This continues until the 
temperature reaches such a point that vapor begins to 



Digitized 



by Google 



NOTES ON THERMODYNAMICS. 39 

form. This is always a definite point for a given 
pressure. For water, 1 5 pounds pressure and 2 1 3 de- 
grees correspond, 100 pounds pressure and 327 degrees; 
for ammonia, 37.8 pounds pressure and 10 degrees, 
180 pounds pressure and 90 degrees, etc. The addi- 
tion of any further quantity of heat to the liquid which 
is ready to boil does not increase the temperature, but 
vapor begins to form, part of the heat being used up 
in increasing the volume, and part in some sort of 
internal work required to change the liquid water into 
vapor. This condition of affairs continues until suffi- 
cient heat has been added to convert all the liquid 
into vapor. Any further addition of heat again raises 
its temperature and continues to increase the volume. 
The addition of heat, therefore, at constant pres- 
sure takes place in three successive stages: first, 
while it is entirely a liquid ; second, while part is 
liquid and part vapor; and third, after it is entirely a 
vapor. We have generally 

While It is a liquid v is practically constant and 
dH = c^t^ H =■ cJ^T^ — 7*32) and is called ^, or the 
heat of the liquid. 

In reality there is a certain amount of work done 
and dv is not strictly zero, but the ordinary value of 
the specific heat of liquids includes the very small 
amount of heat necessary to do the external work. 

Cy is not necessarily constant and / c^dt is not neces- 
sarily equal to cJ^T^ — T^. If we know the relation 
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between c^ and 7", it should be inserted before inte- 
grating and the exact value found. It is customary 
to say that for water ^^ = i , while irt reality c = 
I + .00004/+ .0000009/^ / being in the centigrade 
scale, and we have 

H^q^ \ cdt=z /(i + .00004/ + .ooooooQ/^y/ 

= / + .00002/2 _|_ .0000003/^, 

which is the true value of the heat of the liquid in 
French units. To get the corresponding quantity in 
English units, enter this equation with the centigrade 
temperature, and ■§■ the value of the quantity obtained 
is the value in B.T.U. for the corresponding Fahren- 
heit temperature. • 

Probi 35. — The specific heat of liquid anhydrous ammonia is 
given by the equation (French units) 

c = 1. 006 +.0037/. 

How much heat must be added to i kilogram to 
raise its temperature from 20 to 40 degrees C. ? 
Probt 36. — What is the specific heat of liquid ether at 30 de- 
grees C. if the equation for q (French units) is 

q = .5 29/ +.0003/*? 

Prob. 37. — How much heat is required to raise i pound of 
water from 60 to 160 degrees F., using the specific 
heat of water ? 

Prob. 38. — What will be the temperature of i pound of water 
at 60 degrees if 10 heat-units are added to it ? 

Prob. 39i — Using the data of problem (36), how much heat must 
be added to i pound of liquid ether to raise its 
temperature from 40 to 50 degrees F.? 
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It is interesting to note just what proportion of 
this value of q is actually used for heating and what 
proportion goes to do outside work, because the part 
that does work may or may not be available if, for 
any reason, we have to make use of the heat in the 
water. 

One pound of water at 50 degrees occupies .016 
cubic foot. 

One pound of water at 140 degrees occupies .01627 
cubic foot. 

The amount of work done if the water is under, 
say, 100 pounds pressure per square inch is .00027 
X 100 X 144= 3-89 foot-pounds, or .005 heat-units. 
The total heat required to raise i pound of water 
from 50 degrees F. to 140 degrees F. is 90.1 heat- 
units, or a practically negligible amount is used for 
doing work and we can say that all the heat added 
while it is still a liquid remains in it. 

When the water reaches the boiling-point the tem- 
perature no longer rises, and we must again apply our 
general formula, as the conditions under which it was 
originally applied no longer hold. We have 

dH^cJt-\'T^ dv. 
Now 

dt-o and H^fT\-^dv = r, 

the total latent heat, as it is called. As T is con- 
stant, we could have written 

^=^At)/^ • • • • (") 
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To apply this formula it is necessary to know the 
relation between / and / for the vapor to determine 

the value of [tt] , and it is also necessary to know 

the limiting values of v. Experimentally, the rela- 
tion between/ and / can be easily obtained. The 
value of V when the liquid is all vapor is difficult to 
determine experimentally, and as r can be determined 
readily by experiment, this formula is of more value 
in determining the limiting value of v than in deter- 
mining the value of r. In applying the formula 

dp 
either way, we know that -r: does not depend oii dv^ 

as for each pressure there is a definite temperature 
and the equation might have been written 

where v^ is the volume of i pound of vapor, and v^ the 
volume of i pound of liquid. 

Probt 40. — What is the volume of i pound of saturated steam 
at loo pounds pressure per square inch if 
r = 1 1 13.9 — .695/, and 

/„ = 99x144, r.. =326.86+460.7, 

/lOO = 100 X 144, Tioo = 327.58 + 460.7, 

/joj = loi X 144, r,oi = 328.30+460.7, 

Ap = pifii—pt9 = 2x144, 

AT= T1UI—T99 = 1.44, 

rioo = 1 1 1 3- 9— 695 X 327. 58 = 884. 
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From the formula r = '^^^^—'^^ we have 

884 X 778=788.28 X ?-^^-i^(z/a-2/i). 
1.44 

., ., - 884X778X1.44 , ^. 

""' ^'-^^ = 2x144x788.28 = 4-36 
and 2/a = 4.36 + .016 = 4.38. 

Probi 41i — What is the volume of i kilogram of saturated vapor 

of ether at 50° C, using the first five columns of 

Table IV, Peabody?* 
Probt 42. — What is the value of r in English units for carbon 

bisulphide at 50° F., using only columns i, 2, 3, 9, 

10, II of Table VII, Peabody .> 

Rankine gives log ;) = ^ — — — — for the rela- 
tion between the pressure and the temperature, and 
the above equation can be written 



r^ , 2C~\ 



Regnault's experiments give the following for the 
relation between the latent heat and the temperature: 

r = 1113.9- -695^; 

and Peabody has deduced constants for Regnault's 
formula in the form of log p =z a — bo^ 4- c^ for the 
relation between pressure and temperature which can 
be used for determining the value of z/g "" ^i« 

The value of r above given consists of two parts, 
one of which does external work and the other internal 

* Peabody's Tables of the Properties of Saturated Steam and 
other Vapors, 
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work. Calling u the difference in volunie v^—v^^p the 
pressure, and A the heat equivalent of work, the ex- 
ternal work is Apuy and the internal is r — Apu = p. 
The relations between yo and Apu are very different 
from the corresponding quantities while in a liquid 
state, as the Apu is about ^yo. 

It is to be remembered that the external work has 
been done, and while the heat to do it has been ex- 
pended, this heat no longer exists in the steam formed. 
It may have been expended in pumping water, and 
may exist as potential energy stored in water in some 
distant reservoir. That is, r has been expended and p 
remains in the vapor, and the Apu is not in the steam 
and is not available for any future work. When the 
pound of water at 32** F. is heated and entirely evapo- 
rated under constant pressure, we have added to it 
q-\'r •=^\ heat-units, and this is called the total heat. 
It is often written as total heat ** in the steam." This 
expression is incorrect, as it is the total heat required 
to form the steam. The amount of heat *'in the 
steam'* is only q -\- p- 

The steam being entirely formed, the addition of 
more heat at constant pressure superheats it, and it 
has been found that the specific heat of superheated 
steam at constant pressure is .48. That is, if the 
steam is raised / degrees above its point of saturation 
the heat added is .48/ = ^^(T^up. — ^sat.)- 

Of this heat added, only a portion remains in the 
steam. A certain amount of external work must be 
done, and while we have expended .48(7'8up, — T^x^ 
heat-units, a quantity of work has been done equal to 
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p{^saT^. — ^sat.)* ^^^ htdX remaining in the steam is 
therefore 

To determine the value of this quantity we must 
have the relation between the pressure, volume, and 
temperature of superheated steam. 

This relation determined experimentally can be ex- 
pressed by the following equation (Peabody) : 

/z; = 93.57^ -971A 

from which either T or v can be readily found if the 
remaining two quantities are given. In tabular form 
we then have, starting with water at 32 degrees and 
ending at the state given below : 

ALL LIQUID. 

Heat^added = ^; 
Heat remaining = q. 

MIXTURE OF LIQUID AND VAPOR. 

{x = parts vapor.) 

Heat added = ^ + ;irr; 
Heat remaining = ^ + ;rp; 
Work done = xApu. 

ALL VAPOR. 

Heat added = ^ + r + .48(7;„p. — TgaJ ; 
Heat remaining 

= ^+P+.48(7;„p. - J^at.) - /(^.np. - ^«tt.); 
Workdone=^///+/(z/8up. — ^saO- 
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Prob. 43. — How much external work is done in converting i 
pound of water at 60 degrees into a mixture hav- 
ing jr = .6 at 150 pounds pressure? 
How much heat is expended ? 

Prob. 44. — How much heat is in i pound of superheated steam 
at 150 pounds pressure and 400 degrees F., count- 
ing from 32 degrees, and how much work has been 
done ? 

Prob. 45. — If 80,006 foot-pounds of external work is done in 
converting i pound of water into steam at 150 
pounds pressure, what must be the condition of 
the steam ? 

The distinction between the heat added and the 

heat remaining in a substance can be perhaps better 

understood by the following example: Suppose B 

(Fig. 18) is the initial state of i 

pound of water at 15 pounds pres- 

D _ A sure and 213 degrees F., and^ is 

its final condition at 100 pounds 

pressure and 327.58 degrees F. 

At B the water has in it q-=- 181.S 

- heat-units. At A it will have in 



I 



Fig. 18. 

it as steam 

q-\- pzzz 297.9 + 802.8 = 1 100.7. 

To pass from ^ to -^ we must do a certain amount of 
work. The difference in volume between B and A is 
4.387 cubic feet. 

Suppose that the volume A is first filled at 1 5 pounds 
pressure, and that afterwards heat is added and the 
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pressure is raised to lOO pounds from C to A: the 
amount of work done is equal to 

15 X 144 X 4.387 , , ., 

-^ -^^73 ^-^ =12.2 heat-umts. 

778 

The total heat that must be expended is therefore 

1 100.7 + 12.2 — 181. 8 = 931. 1 heat-units. 

Suppose again that the pressure is first raised to D 
and the volume is then increased to A. The work 
done in this case is equal to 

100 X 144 X 4.387 o 1. . .. 

5 =^-^ = 81.2 heat-umts, 

778 

and the heat required is 

1100.7 + 81.2 — 181. 8 = looo.i. 

It is therefore to be noted that the amount of heat 
which must be expended depends upon the way in 
which it is expended, but that the portion of the heat 
added which remains in the substance is, in the exam- 
ple above given, always 

1 100.7 — 181. 8 = 918.9 heat-units, 
or 

?100 + ^100 — ?15- 



Digitized 



by Google 



4^ NOTES ON THERMODYNAMICS, 

Prob. 46. — Four pounds of a mixture of steam and water at 60 
pounds pressure per square inch fill a vessel A of 
10 cubic feet capacity, and 6 pounds of mixture fill 
another vessel, B, of 10 cubic feet at 100 pounds 
pressure. If the contents of the two vessels are 
intimately mixed, the volume not changing, what 
will be the final pressure, assuming no radiation ? 
First determine the heat in vessel A. We have 

^ X 7.096 + 4(1 — x) .016 = 10, ;r = .35. 

Heat = 4(261.9 + .35 X 830.7) =2212. 
To determine the heat in vessel B : 

6x X 4.403 + 6(1 — x) .016 =10, X ■=. .376. 

Heat = 6(297.9 + .376 X 802.8) = 3600, 

The heat per pound of the mixture is then 

"" + 3600 = 581.2, 

10 ^ 

and the volume occupied per pound is f J = 2 cubic 
feet. We have then two equations to satisfy : 

^ X J + (i — jr).oi6 = 2, 
^ + jrp = 581.2, 

and these can best be solved by trial. 

Prob. 47. — What heat must be added at constant volume to 
raise the pressure of one pound of a mixture of 
steam and water occupying 3.8 cubic feet from 
100 to 150 pounds pressure per square inch ? 

Prob. 48. — A vessel of 10 cubic feet capacity has in it 4 pounds 
of a mixture of steam and water at 100 pounds 
pressure ; 25 pounds of water at 60 degrees F. are 
pumped into the vessel. What is the resulting 
temperature, assuming no radiation? 

Prob. 49. — If 10 cubic feet of dry saturated steam at 100 pounds 
pressure per square inch is allowed to pass from a 
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boiler into an open vessel having in it 25 pounds 
of water at 60 degrees F., what is the resulting 
temperature ? 

Adiabatics. — We have already proved that if a sub- 
stance expands at constant tem- 
perature between two adiabatics, 
the heat added divided by the tem- 
perature is constant. To repeat in | 
as lightly different form, let the dia- 
gram, Fig. 19, be a heat diagram, 
in which AB and EF are constant- 
temperature lines, and ^C and BD 
are two adiabatics. Then the area ABDC divided by 

7:, = area EFDC divided by T^, or ^ = :^di. 

rectly from the figure. We can also write 

r*A /*A f^E 

Jn T Jf T^Jb T' 



A 






B 






/ 




E 


/ 




F 
D 




C 



ENTROPY 

Fig. 19 



as each of these quantities is the horizontal distance 
between the lines A C and BD. That is, it makes no 
difference how much heat is added between E and By 

^dj£ 
T 



for instance, nor how it is added, the quantity 



/ 



H H 

is constant and, if we please, is equal to -^ or -^ 

or is equal to / ^V^egb) , the T in the latter case 

Je t 
being a variable, and is the temperature at which 
diH^Q^ is added. 
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CdH 
Along the adiabatic, as dH = o, we have / —.=0. 

The statement that / ^^^ is constant between two 



^y^is 



,6 adiabatics for any substance gives us 

another method of obtaining the equa- 

'^ tion to the adiabatic for air. In Fig. 

20 suppose ^j: to be a point on one 



Fig 20. adiabatic, and ^ and ^ points on another. 

As / ^^ is constant from a to ^, or to c^ suppose ab 

to be a constant-volume line and ac a constant -pres- 
sure line. 

We have for ab 

rdH_ r^cjt . T, 



for ac 



and 
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or, zspv = RTy 



PcVb 



, 1.41 



p^'W'"' 



or 



AV-"=A^. 



which we have before deduced in an entirely different 
way. 

When we come to apply this method to liquids and 
vapors the problem is rather more complicated. In 
Fig. 2 1 suppose a to represent the 

pressure and volume of i pound of «. ,b 

water, and suppose the temperature 

to be 7\. Let be be an adiabatic 

curve such that at 6 we have Xi, 

pounds of steam and i — ^r^ pounds 

of water, and suppose that at c we 

have Xg pounds of steam and 1 — x^ pounds of water; 

Wq kr\ow that 

^3 



Fig. 21. 



J a T J, T 



from what has just been proved. 

On the path from ^2: to * suppose first the tempera- 
ture is raised to d^ and then that Xj, pounds of steam 
are made. From a to d^ dH = cdty because in the 
general formula, 

[dp\ 



we have dv = o, and hence 



dH^c^t^ T[£)dv, 

J a T JT, 



^Cdt 

T' 
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From dtob the heat dH added is rdx^ and we can 
write 



/dH __ r^^' ^ndx __ r^i, 



and 



From <x to ^: we can write 

C'dH _ r'<:dt_ xr, 

and as these are equal, we can write 

f\dt x^n_ r'cdt x^ 

In this equation c is the specific heat of water, or is 

dg 

-Ty and if we know one value of jr, we can deter- 



o</^' 



mine any other. Ordinarily the value of / — can 

be calculated with sufficient accuracy by calling ^ = i, 

— is then c log.-— ; but Peabody's tables give 

the value of this quantity using the exact value of c^ 
so that it need not be calculated. 
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Probt 50fl — If I pound of a mixture of steam and water occupying 
3.8 cubic feet at a pressure of 100 pounds absolute 
expands adiabatically to 15 pounds pressure, what 
is its volume ? 
We have from the steam-table 
Tx%% = 327.58 + 460.7; Vol. I lb. steamiM = 4.403 cu. ft.; 

f lot = 884. 

Calling r* = 32* + 460.7, we have 



/ 



-^ = 2.3026 (log 788.28 — log 492.7) = .470 



approximately, or .4733 from the tables. 
T\% = 213.03 + 460.7; Vol. I lb. steamiB = 26.15 cu. ft.; 

r„ = 965.1; J —=.3143. 

To determine Xh we have, as .016 is the volume of 
a pound of water, 

(I — x^ .016+^6 4403 = 3-8 ; 

XI, ±= .861. 

We can then write 

/*^'°V^/ . 861 x884 _ p'^'^cdf Xc96s,i 
J^^^ T ^ 788.28 "c/^^^ T ■*■ 673.73 ' 

4733 + .964 = .3143 + 1.431-^^; 
Xc = .782 ; 
Vol. = .782 X 26.15 + (i — .782) .016 = 20.5 cu. ft. 
Probt 51. — If I pound of a mixture containing 40 per cent of 
water is compressed adiabatically from 20 to 60 
pounds pressure, what is the percentage of mois- 
ture at the higher pressure ? 
Prob. 52. — A pound of a mixture is expanded adiabatically, so 
that it has the same percentage of water at 60 and 
15 pounds. What must have been the percentage 
at 60 pounds pressure? 
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Whenever a body expands adiabatically, or at the 
expense of its own heat, the amount of external work 
done must be the diflference in the quantity of heat in 
it at the beginning and at the end of the expansion. 

If we have a mixture of steam and water at the 
beginning of the expansion so that the portion of 
steam is x^y the heat present is q^ 4- ^iA« At the end 
of the expansion the heat is q^ + x^p^^ and the amount 
of work done is therefore 

Prob. 53. — In problem (50) how much work is done in the 
expansion ? 
From the tables 

qi = 297.9, pi =802.8, 
^9=181.8, pa = 892.6, and 
the work = 297.9 +.861 x 802.8 — 181. 8 —.782 x 892.6 = 107 h. u., 
or 107 X 778 = 83200 ft.-lbs. 

Prob. 54. — What work is done if 20 cubic feet of a water mix- 
ture weighing 6 pounds expands adiabatically from 
80 pounds to 20 pounds pressure ? 

Prob. 55. — I pound of steam at 100 pounds pressure expands 
adiabatically to 15 pounds. How much work is 
done? 

Prob. 56. — I pound of water at 327 degrees F. expands adia- 
batically to 15 pounds pressure. How much work 
is done ? 

If we are dealing with superheated steam instead of 

rdH 
a mixture, we have for the value of / -=- three parts : 
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/cdt 
-rp-y one while it is 

becoming steam at constant temperature, or — (as it 
is all converted into steam), and a third portion, 





Cfflt 

-T- 


: Cf log. 


•* sup. 


-> 


e 

= / 


W. 


r.A , 


:, loo-- 


■'sup. 



and we can write 

^^"^^ ♦• T'sup. f . 

I. ^ . (24) 

/ - / -«■ -* •*sat. 

When superheated steam expands adiabatically, we 
have, for the amount of work done, the difference in 
the quantity of heat at the beginning and end of 
expansion. 

The heat at the beginning is 

, \ V in- -r \ /i(^sup.— ^sat.) ! 
?l+Pl+ 0(Aup. — Aat.) Jyl J. 

The heat at the end of expansion is 

^a + P2 + [fA'^Bup. — ^sat.) — yy^ J 

on the assumption that it remains superheated until 
the end of the expansion. 

Prob. 57i — I pound of steam at 150 pounds pressure occupies a 
volume of 3.3 cubic feet. What is its condition 
after it expands adiabatically to 15 pounds pres- 
sure, and what work is done } 
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As I pound of saturated steam at 150 pounds pressure 
occupies 3.01 1 cubic feet, the steam in the problem 
must be superheated, and from the equation of 
superheated steam we have 

93.5 ' 

^ ^ 150x144x3.3 + 971 X (1 50x144) *^ 

93.5 ' 

Saturated steam at 150 pounds pressure has a tempera- 
ture of 358.26 degrees F. = 818.96, or the steam is 
superheated 71 degrees. We have then 

rdH ncdt . r . , 890 

, ^61.2 .0 ^ , 890 

= . 5133+ -g^ +.48 X 2.3026 logg^ 

= .Si33 + i.o525+.o397 
= 1.6055. 

At 15 pounds pressure 



/ 



cd^ r 965.1 

^=.3.43.^=^ = 1.433. 



As the sum of these two = 1.7473 is greater than 
1.6055, the steam is evidently not superheated at 
the lower pressure and we have 

1.6055 = .3143+^x1433. 

X = .901. 

To determine the amount of work done during this 
expansion, we have the heat at the initial condition 

= f...+^.„+ [^/89o_8i9) - ^^^^(3-3 - 3.0II)] 

[Heat added less work done] 
= 330+778.1+26.07 = 1134-17 
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At the final condition the heat in the steam is 
^jg + .9oipj, = 181.8 + .901 X 892.6 = 985.03. 
The work done is 

1 134. 17 — 985.03 = 149.14 h. u. = 1 16000 ft.-lbs. 

Prob. 58. — If in the above problem the volume had been 4 cubic 
feet at 150 pounds pressure, what would have been 
the condition and how much work would have 
been done if it had expanded to 15 pounds pres- 
sure ? 

Probi 59i — If I pound of steam at 15 pounds pressure super- 
heated 60 degrees is adiabatically compressed to 
100 pounds pressure, what is its temperature and 
volume ? 

Curve of Constant Steam Weight, — If i pound of 
saturated steam expands in siich a manner that we 
have always i pound of saturated steam whatever its 
pressure, the expansion curve is called a curve of con- 
stant steam weight. Or if a mixture of steam and 
water having a given proportion of steam expands in 
such a way that, whatever its pressure, there is always 
the same proportion of steam present, the curve of 
expansion is called a curve of constant steam weight. 

Prob. 60. — If I pound of a mixture of steam and water at 120 
pounds pressure expands so that 30 per cent is 
always steam, what are the volumes at 120, 90, 60, 
and 30 pounds pressure? 
At 120 pounds we have for the volume of the steam 
.30x371 1, and forthe water .70X.016, and the total 
volume is 1.1133 + .0112 = 1.1245 cubic feet. 

Prob. 61. — A mixture of 60 per cent steam and 40 percent water 
expands from 90 to 15 pounds pressure, so that 
there is always 60 per cent steam. What is the 
volume at every 15 pounds pressure, if the total 
weight is 5 pounds. »* 
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To Determine the Work Done. — The amount of work 
done by such an expansion can only be approximately 
determined by calculation. The most convenient way 
of doing it is to assume that the expansion curve is in 
the form pv^'^K', and find the most probable value of 
ny and from the equation of the curve determine the 
area. 

To determine the most probable value of n, it is 
not correct to determine several values of n and 
average them. The following, from the method of 
least squares, gives the most probable value of n and 
is not at all difficult to follow out. Determine as 
many values of / and v as desired, and write these 
values in the logarithmic equation as below : 

\ogp,^n\ogv, = \ogK'=::K") 
^ogp2 + n\ogV2= K"\ 
log/s + n log 2'3 = K'\ etc. 

Add these equations together and we have 

:S'log/ + «:^logz/ = 2ir" (A) 

Now multiply each of the original equations by the 
coefficient of n in that equation and we have 

log A log ^1 + « (log ^1 )^ = K" log vx ; 
log A log ^2 + « (log ^2 ? = K" log v^\ 
log /a log v^ + n (log v^ f =: K" log v^. 

Adding these equations together we have 

2 log / log ^ + n:2 (log vy = :2K" log v. . (B) 
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Solving (A) and (B) will give the most probable value 
of n. Ordinarily three-place logarithms are not accu- 
rate enough for this work. The amount of work 
is then 

I — « 

To determine the quantity of heat that will be re- 
quired to produce this expansion, we know that the 
heat at the end of the expansion added to the work 
done must be equal to the heat in the steam at the 
beginning of the expansion added to the heat sup- 
plied. We have already shown how to determine 
three of these quantities so that the heat supplied can 
be determined. 

Prob. 62i — I pound of steam at 60 pounds pressure expands to 
40 pounds along a curve of constant steam 
weight. How much work is done and how much 
heat must be supplied ? We have the following 
for the pressures and volumes : 

At 60 lbs. V = 7.096 cu. ft.; 
50 lbs. V = 8.414 cu. ft.; 
40 lbs. V =z 10.37 cu. ft. 

To determine the law of expansion write : 

log/+«logz/= K" 

1.778+ .851/1 = K" 1. 513 + .724^= .SsiA"' 

1.699+ •925« = •^" 1.572 + .856/^ = .g2SK" 

i.6o2 + i.oi6;i = K" 1.628 +1.032;! = i.oi6A^'' 

5.079+2.792/1 =3^" (A) 4-713 +2.6i2« = 2.792/f" (B) 

n = 1.07. 

„- - 60 X 144 X 7.096 — 40 X 144 X 10.37 . ,, 

Work = -^ — '—^ -^ ^ = 21500 ft. lbs. 

1.07 — 1 ^ 
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21500 
Heat required = ^4o+P4o+ -^ — ^m — /»••• 

236.4 + 850.3 + 27.6 - 261.9 - 830.7 = 21.7 h. u. 

Rectangular Hyperbola,— In many cases a rectan- 
gular hyperbola practically represents the expansion 
taking place in a mixture of steam and water under 
actual conditions. This is in no sense a theoretical 
expansion line for a steam expansion, but it practi- 
cally represents what actually takes place in many 
steam-engine cylinders. The law of the expansion 
here \s pv = K, and the amount of work done is 

A^ilog.g)=A^ilog.(-^). 



The amount of heat required is 

q% + ^2P2 + /i^i log. ^— J — ^1 — ^iPi , 

the subscript 2 referring to the final condition, and i 
to the initial condition. 

Prob. 63.— I pound of a water mixture containing 30 per cent 
of moisture expands from 100 pounds to 20 
pounds, so that 30 per cent of moisture is always 
present. How much work is done, and must 
heat be added or taken away, and how much ? 

Prob. 64. — I pound of a mixture containing 30 per cent of 
moisture expands from 100 pounds to 30 pounds 
along a rectangular hyperbola. How much 
Work is done, what is the condition at the end of 
^he expansion, and how much heat must be 
added or taken away ? 
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CYCLES PASSED THROUGH BY VAPORS. 

When a vapor is used in a cylinder the amount of 
work done and the amount of heat required can be 
determined as follows: Suppose that at a^ Fig. 22, we 
have I pound of a mixture of vapor and liquid, ;r^ parts 
being vapor, and suppose that, at 
b, x^, parts are vapor, the pressure re- 
maining constant. 

From ^ to ^ let the expansion be 

according to any law, and at c let Xc 

be the proportion of the vapor. Let 

, f r Fig. 22. 

heat be taken away first at constant 

pressure, and then according to the same law as the 

expansion curve be, so that we have at the end of the 

cycle the same condition of affairs as at the beginning. 

The amount of work done is the area of the figure 

abed. It can be most easily calculated by finding the 

separate areas and combining them so that 

W = abb' a' + bee'b' - edd'e' - add'a\ 

The area abb' a' = (x^ — x^ApaU^. 

The area edd'e' = {x^ — XdjApcU^. 

The areas under be and ad depend upon the law of 
the expansion and can be determined as shown before. 

The amount of heat required to do this work is the 
heat required from ^ to ^ and is equal to 



{^c + ^cPr) - {3a + -^aPa) + abec'a'. 
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62 NOTES ON THERMODYNAMICS, 

The amount of heat which must be taken away is 
— {<la + ^ap^ + adcc'a! + (^^ + x^p^. 

The relation between the various values of x depends 
on the law of the expansion. 

If the expansion is adiabatic, the value of Xc and x^ 
can be determined if x^, and x^, are given. We have 



/ 



b 

cdt xi,ri, 



T ^ T^ " T, 

all the terms of which are known except x^ ; and 



/ 



cdt Xgr^ _xara 

7" I T ~~ 



from which x^ can be determined. 

As r^ and Ti, are equal to r^ and T^, and similarly 
for c and d, we can write from the last two equations 

r r ^ 

•7p{Xi, — X^ = — {Xc — Xj). 
J- a ^ c 

The work done can then be written 

W=^ Apf,Uf,{Xf, — x^ + {qi, + Xi,pi, — qc— x,p^ 

— Ap,U,{x, - X^ — [^^ + ^apa — ^^ — X^p^ 



= {Xb — ^a)^^^ ^ / 
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In the last equation (x — x^ r^ is the heat added 

from a to b. The efficiency is therefore —^-j^ — -^ which 

is Carnot's efficiency, as might have been expected as 
this is a Carnot cycle. When this condition of affairs 
exists in a cylinder, the cylinder fulfils the functions 
of boiler, engine, and condenser, as we have assumed 
that the given weight of the substance is in the 
cylinder at all the points of the cycle. 

Probe 66i — How much work is done in the cycle of Fig. 22, if 5 
pounds of a mixture of steam and water expands 
having pa = 100 pounds per square inch, /<i = 15 
pounds per square inch, ;ra = .1, jt^ = .9 ? 
From the tables 

Ta = 884.0 h. u. ; 7; = 788.3 ; Ti = 673.7. 

The heat added from df to ^ is 

M{x}i -^ Xa)ra= 5 X (.9 — . i) X 884.0 = 3536 h. u. 

The work done is 

'^ 7SS %^'^ ^ ^^^^ ^ '^'^^ =402000 ft.-lbs. 

Prob. 66. — I pound of NHs expands through a cycle, as in 
Fig. 22. If /a = 60 degrees F., td= 10 degrees F., 
Xa = .1, .^5 = I, how much work is done and how 
much heat is required ? 

Prob. 67. — If in a cycle, like Fig. 22, Ve = 10 cubic feet, Va=-i 
cubic foot,/a =150 pounds per square inch, pc— 15, 
how much work is done and how much heat is 
required if i pound of steam is used ? 

In an actual engine the conditions are different 
from those in the last figure, as from ^ to ^ there is 
not the same weight in the cylinder, and from c to d 
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the weight also varies. And in addition there is con- 
stant interchange of heat between the cylinder walls 
and the steam. 

First, neglecting the action of the cylinder-walls, 
suppose Fig. 23 represents what takes 
place in the cylinder. At a the 
clearance volume is filled with steam 
whose steam proportion is x^. The 
steam from the boiler is admitted and 
fills the cylinder to c. Expansion 
takes place to d, and the exhaust 
to a again. 

Let m pounds be in the cylinder at a^ and M pounds 
be added from the boiler. Let x' be the value for 
the steam coming from the boiler. If we know the 

V, 
volume at c. we have r^> = volume of i pound 

and 

^^, + (i-^.).oi6 = ^-^ 

from which x^ can be found. 

To find the work from ^ to ^ we have that the heat 
at c added to the work done is equal to the heat at a 
added to the heat received from the boiler, or 

{m+M)(g,+x,p,)-\-Work6c=m{^^+x^p:)-\-M{^,+x'r,). 
Work 6c = m{g, + x,p, — Qc — ^cPc) + M{x'r, - x,p,). 

We might have written 

Work*.: = (F;- f;)a, 
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but it has been written in the form first given to call 
attention to the fact that the last term in the first 
equation contains r^ and not p^. The reason is that 
the heat brought into the cylinder from the boilers 
includes not only q^ and x'Pc^ but also the external 
work which must be done in forcing this steam out of 
the boiler, or x'Ap^u^. 

The work under cd is determined as before shown, 
and the work under da is the area of the rectangle 
under ad^ or 

Prob. 68. — In an engine having Fig. 23 for a card, let Va = .4 
cubic feet, Vd = S cubic feet, /^ = 100 x 144, 
/fa= 15 X 144, Xa = .9, Xd = .8, cd being an adia- 
batic. How much work is done ? 
First find Xc, 



f. 



J loo -^ IB 



__ Tloo r .8ri5 __ A«o cdfl 



_ 788J r .8x 965.1 _ -] _ 

- 884 L 673.7 -•4733 + .3'43j-.88. 

To find the volume at c we must know the weight 
along cd and we have 

■^d^dSd + (i — Xd)md.oi6 = 8. 

From the tables ^^ = 26.15 ; 

8 8 ^ ,, 

md = -o — 2 ; 2 = = -sSi lbs.; 

.8X26.15 + .2X.016 20.952 "^ ' 

Fc = .381 (.88x4.403+ T2X.OI6) = 1.47 cu. ft. 
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The work be = (1.47 — .4)ioox 144 = 15400 

The work r^= .38i[^xoo + .88p,oo — qx% — .8pi6]x778 = 32000 

47400 

The work </t* = (8 — .4)15 x 144 = 16400 

Work in cycle = 31000 

Prob. 69. — In the above problem, how much steam must the 

boiler have furnished ? 
Prob. 70. — How much steam was in the cylinder at b, and what 
was the value of Xh if there was no loss of heat 
through or to the cylinder-walls and if ^=1 ? 
Prob. 71. — In problem 68, how much heat must have been 
taken up by the cylinder-walls \i x' ■=. \ and 
Xc = .88 ? 



If, instead of the exhaust continuing to a^ it had 
stopped at e of Fig. 24, the above formula will apply 
by putting in the corresponding 
values of pressures and temperatures, 
etc., for the new point ^, and the 
amount of work will be reduced by 
the area aef^ which must be deter- 



iG. 24. mined as already shown. 

In all engines using vapors, the quantity of heat re- 
jected along the line da of Fig. 23, or <af^ of Fig. 24, 
is a large proportion of the total heat supplied to an 
engine. To use the same working substance over and 
over again in an engine, it must be liquefied, pumped 
into a boiler, and evaporated again. All the heat re- 
jected from the engine less the amount which remains 
in the working substance as a liquid cannot be again 
utilized for doing work in the same engine. The 
quantity of heat which must be supplied to the work- 
ing substance for each cycle is therefore the amount 
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which must be added to it as a liquid at the tempera- 
ture of its discharge from the engine. 
Prob. 72. — In Fig. 24, using steam, \ixc = .7, mc = i, jr< = i^ 

Me =.I,/4= IOOXI44,/rf=:I5XI44,/a = 30XI44» 

the curves cd and ea are rectangular hyperbolas, 
how much work is done per cycle and how much 
heat is expended if jr' = i ? 

Prob. 73.— If, having given the data of problem 72, the sub- 
stance is anhydrous ammonia, what work is done 
and how much heat is expended per cycle ? 

Prob. 74. — If, having given the data of problem 72, the sub- 
stance is CSa, what is the work done and what the 
heat expended per cycle ? 

When the action of the cylinder-walls is taken into 
account, the following analysis might be made after 
the method of Hirn. Assume that at c. Fig. 23, we 
have steam with a given proportion of moisture and 
that the expansion is a rectangular hyperbola, and 
assume further that saturated steam without moisture 
has been supplied, which is nearly true, and that the 
steam discharged is steam without moisture, which 
may or may not be true. 

From c to d the cylinder-walls must give up heat per 
pound equal to 

i^d + ^dPd) + A^c log. Y'-{ic+ ^dPc)y 

all the terms of which are known except x^. This 
can be calculated from 

^dSd + {i — ^d)'Oi6= ^ 
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68 NOTES ON THERMODYNAMICS. 

From d to a the cylinder-walls must give up heat to 
the amount 

This is, of course, on the assumption that no heat 
is radiated. The amount radiated can be accounted 
for and the formula made exactly true. 

P rob. 76. — Suppose we have, Fig. 23, volume d^y.2 cubic 
feet, volume ^ = .14 cubic feet, volume r = 1.08 
cubic feet; weight steam used = .35 pound ; pres- 
sure c = 100, pressure a=:=i$; Xc = .64, jr^ = .9. 
What should theoretically be the condition of the 
exhaust steam if the boiler supplies steam having 
jr' = I, and the expansion curve is a rectangular 
hyperbola, assuming no radiation from the cylinder. 
The heat received from the boiler less that rejected to 
the condenser or air is the work done, as we have 
assumed no radiation. 

The heat received is M(ffg + re). 
The work done is 

7.20 
100 X 144 X. 94+ 100 X 144 X 1.08 log. - — Q- — 7.06X 144 X 15 

I.Oo 

= 27000 ft. -lbs. = 34.7 h. u. 
The heat rejected is M(^a+^a^a) and 

M{^a + ^>a) = M(^c + re) — 34.7 ; 

-_ '35(yc+rc-^a)-34.7 
^'^ "" Mr a 

_ >3$(297-9 + 884 - 181.8) - 34.7 

.35x965.1 ~-93i. 

showing that under these conditions the exhaust 
steam will have 6.9 per cent moisture in it. 
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NOTES ON THERMODYNAMICS. 69 

Prob. 76. — A condensing engine worlcing between 150 and 4 
pounds pressure requires 15 pounds of dry satu- 
rated steam per indicated horse-power per hour. 
If no heat is radiated from the cylinder, what 
must be the average condition of the exhaust ? 

Prob. 77. — Draw a diagram showing the quantity of dry satu- 
rated steam that must be used per horse-power per 
hour in order that the exhaust at 4 pounds pres- 
sure may be dry saturated steam, if the steam- 
pressure is 80, 100, 120, 140, and 160 pounds per 
square inch, there being no radiation. 
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Disinfection and the Preservation of Food 8vo, 4 oo- 

Rigg's Elementary Manual for the Chemical Laboratory 8vo, i 25. 

Rostoski's Serum Diagnosis. (Bolduan.) i2mo, i oo- 

Ruddiman's Incompatibilities in Prescriptions Cvo, 2 oo- 

Sabin's Industrial and Artistic Technology of Paints and Varnish £vo, 3 oo- 

Salkowski's Phirsiologicarand Pathological Chemistry. (Orndorff.) 8vo, 2 50- 

Schimpf's Text-book of Vokimetric Analysis i2mo, 2 50 

Essentials of Volumetric Analsrsis i2mo, i 25 

Spencer's Handbook for Chemists of Beet-sugar Housefs i6mo, mcrocco, 3 oo 

Handbook for Sugar Maniifacturers and their Chemists. i6mo, morocco, 2 00 

Stockbridge's Rocks and Soils 8vo, 2 50 

* Tillman's Elementary Lessons in Heat 8vo, i 50 

^ Descriptive General Chemistry 8vo, 3 oo- 

Treadwell's Qualitative Analjrsis. (HalL) 8vo, 3 00 

Quantitative Analysis. (Hall.) 8vo, 4 00 

lurneaure and Russell's Public Water-supplies 8vo, 5 oo- 

Van Deventer's Phsrsical Chemistry for Beginners. (Boltwood.) i2mo, 1 50- 

* Walke's Lectures on Explosives Svo, 4 00 

Washington's Manual of the Chemical Analysis of Rocks Svo, 2 oo- 

Wassermann's Immune Sera : Haemolyslns, Csrtotoxins, and Precipitir s. (Bol- 
duan.) i2mo, I oo- 

Well's Laboratory Guide in Qualitative Chemical Analysis Svo, 1 5» 

Short Course in inorganic Qualitative Chemical Analysis for Engineering 

Students i2mo, i 50 

Text-book of Chemical Arithmetic. (In press.) 

Whipple's Microscopy of Drinking-water Svo, 3 50 

Wilson's Cyanide Processes i2mo, i 50 

Chlorination Process i2mo, 1 50 

Wuiling's Elementary Course in Inorganic, Pharmaceutical, and Medical 

Chemistry i2mo, 2 00 

CIVIL ENGINEERING. 
BRIDGES AND ROOFS. HYDRAULICS. MATEIOALS OF ENGINEERING. 
RAILWAY ENGINEERING. 

Baker's Engineers' Surveying Instruments i2mo, 

Bixby's Graphical Computing Table Paper igi X 24! inches. 

♦"C Burr's Ancient and Modern Engineering and the Isthmian Canal. (Postage, 

27 cents additional.) Svo, 

Comstock's Field Astronomy for Engineers Svo, 

Davis's Elevation and Stadia Tables Svo, 

Elliott's Engineering for Land Drainage i2mo. 

Practical Farm Drainage i2mo, 

Fiebeger's Treatise on Civil Engineering. (In press.) 

Folwell's Sewerage. (Designing and Maintenance.) Svo, 

Freitag's Architectural Engineering. 2d Edition, Rewritten Svo, 

French and Ives's Stereotomy Svo, 

Goodhue's Mtmicipal Improvements i2mo, 

Goodrich's Economic Disposal of Towns' Refuse Svo, 

Gore's Elements of Geodesy Svo, 

Hayford's Text-book of Geodetic Astronomy ftvo, 

Hering's Ready Reference Tables (Conversion Factors). . . ^ ..^^^j^.^orocco, 
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Howe's Retaining Walls for Earth lamo, i 25 

Johnson's (J. B.) Theory and Practice of Surveying Small 8vo, 4 00 

Johnson's (L. J.) Statics by Algebraic and Graphic Methods 8vo, 2 00 

Laplace's Philoaophical^ssay on Probabilities. (Truscott and Emory.) . i2mo, 2 00 

llahan's Treatise on Civil Engineering. (1873.) (Wood.) 8vo, 5 00 

* Descriptive Geometry 8vo, i 50 

Merriman's Elements of Precise Surveying and Geodesy 8vo, 2 50 

Elements of Sanitary Engineering 8vo, 2 00 

Merriman and Brooks's Handbook for Surveyors i6mo, morocco, 2 00 

Ifugent's Plane Surveying 8vo, 3 50 

Ogden's Sewer Design i2mo, 2 00 

Patton's Treatise on Civil Engineering 8vo half leather, 7 50 

Reed's Topographical Drawing and Sketching 4to, 5 00 

Rideal's Sewage and the Bacterial Purification of Sewage 8vo, 3 50 

Siebert and Biggin's Modem Stone-cutting and Masonry 8vo, x 50 

Smith's Manual of Topographical Drawing. (McMillan.) 8vo, 2 50 

Sondericker's Graphic Statics, with Applications to Trusses, Beams, and Arches. 

8vo, 2 00 

Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 5 00 

* Trautwine's Civil Engineer's Pocket-book i6mo, morocco, 5 00 

Wait's Engineering and Architectural Jurisprudence 8vo, 6 00 

Sheep, 6 50 
Law of Operations Preliminary to Construction in Engireericg and Archi- 
tecture H 8vo, 5 00 

Sheep, 5 50 

Law of Contracts 8vo, 3 00 

Warren's Stereotomy — Problems in Stone-cutting 8vo, 2 50 

Webb's Problems in the Use and Adjustment of Engineerinff Instruments. 

1 6mo, morocco, i 25 

* Wheeler's Elementary Course of Civil Engineering 8vo, 4 00 

Wilson's Topographic Surveying 8vo, 3 50 

BRIDGES AND ROOFS. 

Boiler's Practical Treatise on the Construction of Iron Highway Bridges. .8vo, 2 00 

* Thames River Bridge 4t6, paper, 5 00 

Burr's Course on the Stresses in Bridges and Roof Trusses, Arched Ribs, and 

Stispension Bridges 8vo, 3 50 

Burr and Falk's Influence Lines for Bridge and Roof Computations. . . .8vo, 3 00 

Du Bois's Mechanics of Engineering. Vol. II Small 4to, 10 00 

Foster's Treatise on Wooden Trestle Bridges 4to, 5 00 

Fowler's Ordinary Foundations 8vo, 3 50 

Greene's Roof Trusses 8vo, i 25 

Bridge Trusses 8vo, 2 50 

Arches in Wood, Iron, and Stone 8vo, 2 50 

Howe's Treatise on Arches 8vo, 4 00 

Design of Simple Roof-trusses in Wood and SteeL 8vo, 2 00 

Johnson, Bryan, and Tumeaure's Theory and Practice in the Dcsip»-irg of 

Modem Framed. Structures Small 4to, 10 00 

' Merriman and Jacoby's Text-book on Roofs and Bridges: 

Part I. Stresses in Simple Trusses 8vo, 2 50 

Part n. Graphic Statics 8vc, 2 50 

Part III. Bridge Design 8vc, 2 50 

Part IV. Higher Structures 8vo, 2 50 

Morison's Memphis Bridge ^ 4to, 10 00 

Waddell's De Pontibus, a Pocket-book for Bridge Engineers. . i6mo, morocco, 3 00 

Specifications for Steel Bridges i2mo, i 25 

Wood's Treatise on the Theory of the Construction of Bridges and Roofs. .8vo, 2 00 
Wright's Designing of Draw-spans : 

Part I. Plate-girder Draws 8vo, 2 50 

Part n. Rivetcd-truss and Pin-connected Long-span Draws 8vo, 2 50 

Two parts in one volume _,__.., , „ .8vO|^ 350 



HYDRAULICS. 

Bazin's Experiments upon the Contraction of the Liquid Vein Issuing from 

an Orifice. (Trautwine.) 8vo, 2 00 

Bovey's Treatise on Hydraulics 8vo, 5 00 

Church's Mechanics of Engineering 8vo, 6 00 

Diagrams of Mean Velocity of Water in Open Channels payer, i 50 

Coffin's Graphical Solution of Hydraulic Problems i6mo» morocco, 2 50 

blather's Dynamometers, and the Measurement of Power i2mo, 3 00 

Folwell's Water-supply Engineering 8vo, 4 00 

Frizell's Water-power 8vo, 5 00 

Fuertes's Water and Public Health lamo, i 50 

Water-filtration Works i2mo, 2 50 

GanguiUet and Kutter's General Formula for the Uniform Flow of Water in 

Rivers and Other Channels. (Hering and Trautwino.) 8vo 4 00 

Hazen's Filtration of Public Water-supply. 8vo, 3 00 

Hazlehurst's Towers and Tanks for Water- works 8vo, 2 50 

Herschel's 115 Experiments on the Carrying Capacity of Large, Riveted, Metal 

Conduits 8vo, 2 00 

Mason's Water-supply. (Considered Principally from a Sanitary Standpoint.) 

8yo, 4 00 

Merriman's Treatise on Hydraulics 8vo, 5 00 

♦ Michie's Elements of Analjrtical Mechanics Svo, 4 00 

Schuyler's Reservoirs for Irrigation, Water-power, and Domestic Water- 
supply Lai.Re 8vo, 5 00 

** Thomas and Watt's Improvement of Rivers. (Post., 44c. additional.) 4to, 6 00 

Tumeaure and Russell's Public Water-supplies ?vo, 5 00 

Wegmann's Design and Construction of Dams 4to, 5 00 

Water-supply of the City of New York from 1658 to 1895 4to, 10 00 

Wilson's Irrigation Engineering Small 8vo, 4 00 

Wolff's Windmill as a Prime Mover 8vo, 3 00 

Wood's Turbines 8vo, 2 50 

Elements of Analytical Mechanics 8vo, 3 00 

MATERIALS OF ENGINEERING. 

Baker's Treatise on Masonry Construction . .8vo, 5 00 

Roads and Pavements 3v0i 5 00 

Black's United States Public Works Oblong 4to. s 00 

Bovey's Strength of Materials and Theory of Structures 8?c. 7 s^ 

Burr's Elasticity and Resistance of the Materials of Engineering Svo. 7 50 

Byrne's Highway Construction 8vo, 5 00 

Inspection of the Materials and Workn:ianship Employed in Construction. 

i6mo, 3 00 

Church's Mechanics of Engineering 8vo, 6 00 

Du Bois's Mechanics of Engineering. VoL I Small 4to, 7 50 

Johnson's Materials of Construction Large 8vo, 6 00 

Fowler's Ordinary Foundations 8vo, 3 50 

Keep's Cast Iron 8vo, 2 50 

Lanza's Applied Mechanics 8vo, 7 50 

Marten's Handbook on Testing Materials. (Henning.) 2 vols 8vo, 7 50 

Merrill's Stones for Building and Decoration 8vo, 5 00 

Merriman's Text-book on the Mechanics of Materials 8vo, 4 00 

Strength of Materials i2mo, i 00 

Metcalf's Steel. A Manual for Steel-users i2mo, 2 00 

Patton's Practical Treatise on Foundations 8vo, 5 00 

Richardson's Modern Asphalt Pavements. (In press.) 

Richey's Handbook for Superintendents of Construction i6ino« mor., |4 00 

Rockwell's Roads and Pavements in France Digitized. by. VnSi^Su^as 



Sabin's Industrial and Artistic Technology of Paints and Varnish 8vo, 3 00 

Smith's Materials of Hachines i2mo, i 00 

Snow's Principal Species of Wood 8vo, 3 50 

Spalding's Hydraulic Cement i2mo, 2 00 

Text-book on Roads and Pavements i2mo, 2 00 

Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 5 00 

Thurston's Materials of Engineering. 3 Paris 8vo, 8 00 

Part I. Ifon-metallic Materials of Engineering and Ketallurcy 8vo, 2 00^ 

Part n. Iron and SteeL 8vo, 3 50 

Part in. A Treatise on Brasses, Bronzes, and Other Allojrs and their 

Constituents 8vo, 2 50 

Thurston's Text-book of the Materials of Construction 8vo, 5 00 

Tillson's Street Pavements and Paving Materials 8vo, 4 00 

Waddell's De Pontibus. (A Pocket-book for Bridge Engineers.) . . i6mo, mor., 3 00 

Specifications for Steel Bridges i2mo, i 25 

Wood's (De V.) Treatise on the Resistance of Materials, and an Appendix on 

the Preservation of Timber 8vo, 2 00 

Wood's (De V.) Elements of Analytical Mechanics 8vo, 3 00 

Wood's (M. P.) Rustless Coatings: Corrosion and Electrolirsis of Iron and 

SteeL 8vo, 4 oo 

RAILWAY ENGINEERING. 

Andrew's Handbook for Street Railway Engineers 3x5 inches, morocco, i 25 

Berg's Buildings and Structures of American Railroads 4to, 5 00 

Brook's Handbook of Street Railroad Location i6mo, morocco, i 50 

Butt's Civil Engineer's Field-book i6mo, morocco, 2 50 

Crandall's Transition Curve i6mo, morocco, i 50 

Railway and Other Earthwork Tables 8vo, i 50 

Dawson's "Engineering" and Electric Traction Pocket-book. . z6mo, morocco, 5 00 

Dredge's History of the Pennsylvania Railroad: (1879) Paper, 5 00 

* Drinker's Tunnelling, Explosive Compounds, and Rock Drills. 4to, half mor., 25 00 

Fisher's Table of Cubic Yards Cardboard, 25 

Godwin's Railroad Engineers' Field-book and Explorers' Guide . . . i6mo, mor., 2 50 

Howard's Transition Curve Field-book z6mo, morocco, i 5a 

Hudson's Tables for Calculating the Cubic Contents of Excavations and Em- 
bankments 8vo, I 00 

Molitor and Beard's Manual for Resident Engineers i6mo, i oa 

Nagle's Field Manual for Railroad Engineers i6mo, morocco, 3 00 

Philbrick's Field Manual for Engineers i6mo, morocco, 3 00 

Searles's Field Engineering i6mo, morocco, 3 00 

Railroad Spiral i6mo, morocco, i 50 

Taylor's Prismoidal Formulae and Earthwork 8vo, i 50 

* Trautwine's Method of Calculating the Cube Contents of Excavations and 

Embankments by the Aid of Diagrams 8vo, 2 00 

The Field Practice of Laying Out Circular Curves for Railroads. 

1 2 mo, morocco, 2 50 

Cross-section Sheet Paper, 25 

Webb's Railroad Construction i6mo, morocco, 5 00 

Wellington's Economic Theory of the Location of Railways Small 8vo, 5 00 

DRAWING. 

Barr's Kinematics of Machinery 8vo, 2 50 

* Bartlett's Mechanical Drawing 8vo, 3 00 

* " " " Abridged Ed 8vo, i 50 

Coolidge's Manual of Drawing 8vo, paper i 00 

Coolidge and Freeman's Elements of General Drafting for Mechanical Engi- 
neers Oblong 4to, 2 50 

Durley's Kinematics of Machines 8vo, 4 00 

Emch's Introduction to Projective Geometry and its Applicati<ms.bvG-0^vo. 2 50 

8 ^ O 



Hill's Text-book on Shades and Shadows, and Perspective 8vo, 2 00 

Jamison's Elements of Mechanical Drawing 8vo, 2 50 

Jones's Machine Design: 

Part I. Kinematics of Machinery 8vo, i 50 

Part n. Form, Strength, and Proportions of Parts 8vo, 3 00 

MacCord's Elements of Descriptive Geometry 8vo, 3 00 

Kinematics; or. Practical Mechanism 8vo, 5 00 

Mechanical Drawing 4to, 4 00 

Velocity Diagrams - 8vo, i 50 

* Mahan's Descriptive Geometry and Stone-cutting 8vo, i 50 

Industrial Drawing. (Thompson.) 8vo, 3 50 

Moyer's Descriptive Geometry. (In press.) 

Reed's Topographical Drawing and Sketching .4to, 5 00 

Reid's Course in Mechanical Drawing 8vo, 2 00 

Text-book of Mechanical Drawing and Elementary Machine Design. 8vo, 3 00 

Robinson's Principles of Mechanism. 8vo, 3 00 

Schwamb and Merrill's Elements of Mechanism 8vo, 3 00 

Smith's Mantial of Topographical Drawing. (McMillan.) 8vo, 2 50 

Warren's Elements of Plane and Solid Free-hand Geometrical Drawing. i2mo, i 00 

Drafting Instruments and Operations i2mo, i 25 

Manual of Elementary Projection Drawing i2mo, i 5« 

Manual of Elementary Problems in the Linear Perspective of Form and 

Shadow i2mo, i 00 

Plane Problems in Elementary Geometry i2mo, i 25 

Primary Geometry .* i2mo, 75 

Elements of Descriptive Geometry, Shadows, and Perspective 8vo, 3 50 

General Problems of Shades and Shadows 8vo, 3 00 

Elements of Machine Construction and Drawing Svo, 7 50 

Problems, Theorems, and Examples in Descriptive Geometry Svo, 2 50 

Weisbach's Kinematics and Power of Transmission. (Hermann and Klein)8vo, 5 00 

Whelpley's Practical Instruction in the Ait of Letter Engraving i2mo, 2 00 

Wilson's (H. M.) Topographic Surveying. Svo, 3 50 

Wilson's (V. T.) Free-hand Perspective Svo, 2 50 

Wilson's (V. T.) Free-hand Lettering Svo, i 00 

Woolf's Elementary Course in Descriptive Geometry Large Svo, 3 00 



ELECTRICITY AND PHYSICS. 

Anthony and Brackett's Text-book of Physics. (Magie.) Small Svo, 3 00 

Anthony's Lecture-notes on the Theory of Electrical Measurements i2mo, i 00 

Benjamin's History of Electricity Svo, 3 00 

Voltaic Cell. Svo, 3 00 

Classen's Quantitative Chemical Analjrsis by Electrolysis. (Boltwood.).8vo, 3 00 

Crehore and Squier's Polarizing Photo-chronograph Svo, 3 00 

Dawson's "Engineering" and Electric Traction Pocket-book. i6mo, morocco, 5 00 
Dolezalek's Theory of the Lead Accumulator (Storage Battery). (Von 

Ende.) i2mo, 2 50 

Duhem's Thermodynamics and Chemistry. (Burgess.) Svo, 4 00 

Flather's Djmamometers, and the Measurement of Power i2mo, 3 00 

Gilbert's Dc Magnete. (Mottelay.) Svo, 2 50 

Hanchett's Alternating Currents Explained i2mo, i 00 

Hering's Ready Reference Tables (Conversion Factors) i6mo, morocco, 2 50 

Holman's Precision of Measurements Svo, 2 00 

Telescopic Mirror-scale Method, Adjustments, and Tests. . . .Large Svo, 75 

Kinzbrunner's Testing of Continuous-Current Machines Svo, 2 00 

Landauer's Spectrum Analjrsis. (Tingle.) Svo, 3 00 

Le Chatelien's High-temperature Measurements. (Boudouard — Burgess.) i2mo, 3 00 

Lob's Electrol3rsis and Electrosynthesis of Organic Compounds. (Lorenz.) i2mo, i 00 

9 = o 
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* Lyoxu's Treatise on Electromagnetic Phenomena. Vols. I. and II. 8vo» each, 

* Michie's Elements of Wave Motion Relating to Sound and Light 8vo, 

Ifiaudet's Elementary Treatise on Electric Batteries. (Fishback.) i3mo» 

* Rosenberg's Electrical Engineering. (Haldane Gee — Kinzbrunner.). . .8vo, 

Ryan, Norris, and Hozie's Electrical Machinery. VoL 1 8vo, 

Thurston's Stationary Steam-engines 8vo, 

* Tillman's Elementary Lessons in Heat 8vo, 

Tory and Pitcher's Manual of Laboratory Physics Small 8vo, 

Ulke's Modem Electrolytic Copper Refining 8vo, 

LAW. 

* Dayis's Elements of Law 8vo, 2 50 

* Treatise on the Military Law of United States 8vo, 7 00 

* Sheep, 7 SO 

Manual for Courts-martiaL i6mo, morocco, i 50 

Wait's Engineering and Architectural Jurisprudence 8yo, 6 00 

Sheep, 6 50 
Law of Operations Preliminary to Construction in Engineering and Archi- 
tecture 8vo, 5 00 

Sheep, 5 50 

Law of Contracts 8vo, 3 00 

Winthrop's Abridgment of Military Law xamo, 2 50 

MAinJFACTURES. 

Bemadou's Smokeless Powder — Nitro-cellulose and Theory of the Cellulose 

Molecule lamo, 2 50 

Bolland's Iron Founder i2mo, 2 50 

** The Iron Founder," Supplement lamo, 2 5a 

Encyclopedia of Founding and Dictionary of Foundry Terms Used in the 

Practice of Moulding lamo, 3 00 

Eissler's Modem High Explosives 8vo, 4 00 

Eff rent's Enzymes and their Applications. (Prescott.) 8vo, 3 00 

Fitzgerald's Boston Machinist ^ lamo, i 00 

Ford's Boiler Making for Boiler Makers i8mo, i 00 

Hopkin's Oil-chemists' Handbook 8vo, 3 00 

Keep's Cast Iron 8vo, 2 50 

Leach's The Inspection and Analysis of Food with Special Reference to State 

ControL Large 8vo, 7 50 

Matthcws's The Textile Fibres 8vo, 3 50 

Metcalf's SteeL A Manual for Steel-users i2mo, 2 00 

Metcalfe's Cost of Manufactures — And the Administration of Workshops. 8vo, 5 00 

Meyer's Modern Locomotive Construction 4to, 10 00 

Morse's Calculations used in Cane-sugar Factories i6mo, morocco, i 50 

* Reisig's Guide to Piece-dyeing 8vo, 25 00 

Sabin's Industrial and Artistic Technology of Paints and Varnish 8vo, 3 00 

Smith's Press-working of Metals 8vo, 3 00 

Spalding's Hydraulic Cement z2mo, 2 00 

Spencer's Handbook for Chemists of Beet-sugar Houses. . . . i6mo, morocco, 3 00 

Handbook for Sugar Manufacturers and their Chemists. . i6mo, morocco, 2 00 

Taylor and Thompson's Treatise on Concrete, Plain and Reinforced 8vo, 5 00 

Thurston's Manual of Steam-boilers, their Designs, Construction and Opera- 
tion 8vo, 5 00 

* Walke's Lectures on Explosives 8vo, 4 00 

Ware's Manufacture of Sugar. (In press.) 

West's American Foundry Practice ; . , i2mo, 2 50 

Moulder's Text-book .* , ' .^'lamoiT 2 50 
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Wolff's Windmill as a Prime Mover 8vo, 3 00 

Wood's Rustless Coatings: Corrosion and Electrolysis of Iron and Steel. .8vo, 4 00 



MATHEMATICS. 

Baker's Elliptic Functions 8vo, i 50 

* Bass's Elements of Differential Calculus i2mo, 4 00 

Briggs's Elements of Plane Analytic Geometry i2mo, i 00 

Compton's Manual of Logarithmic Computations i2mo, i 50 

Davis's Introduction to the Logic of Algebra 8vo, i 50 

* Dickson's College Algebra Large i2mo, i 50 

* Introduction to the Theory of Algebraic Equations Large lamo, i 25 

•Emch's Introduction to Projective Geometry and its Applications 8vo, 2 50 

Halsted's Elements of Geometry 8vo, i 75 

Elementary Synthetic Geometry 8vo, ,1 50 

Rational Geometry i2mo, i 75 

* Johnson's (J. B.) Three-place Logarithmic Tables: Vest-pocket size. paper, 15 

100 copies for 5 00 

* Mounted on heavy cardboard, 8X10 inches, 25 

10 copies for 2 00 

Johnson's (W. W.) Elementary Treatise on Differential Calculus. SmahSvo, 3 00 

Johnson's (W. W.) Elementary Treatise on the Integral Calculus . Small 8vo, i 50 

Johnson's (W. W.) Curve Tracing in Cartesian Co-ordinates i2mo, i 00 

Johnson's (W. W.) Treatise on Ordinary and Partial Differential Equations. 

Small 8vo, 3 50 
Johnson's (W. W.) Theory of Errors and the Method of Least Squares. i2mo, • i 50 

* Johnson's (W. W.) Theoretical Mechanics ismo, 3 00 

Laplace's Philosophical Essay on Probabilities. (Truscott and Emory.) . i2mo, 2 00 

* Ludlow and Bass. Elements of Trigonometry and Logarithmic and Other 

Tables 8vo, 3 00 

Trigonometry and Tables published separately Each, 2 00 

* Ludlow's Logarithmic and Trigonometric Tables 8vo, i 00 

Maurer's Technical Mechanics 8. , , 4 00 

Merriman and Woodward's Higher Mathematics 8vo, s 00 

Merriman's Method of Least Squares 8vo, 2 00 

Rice and Johnson's Elementary Treatise on the Differential Calculus. . Sm. 8vo, 3 00 

Differential and Integral Calculus. 2 vols, in one Small 8vo, 2 50 

Wood's Elements of Co-ordinate Geometry 8vo, 2 00 

Trigonometry: Analytical, Plane, and Spherical z2mo, i 00 



MECHANICAL ENGINEERING. 

MATERIALS OF ENGINEERING, STEAM-ENGINES AND BOILERS. 

Bacon's Forge Practice i2mo, i 50 

Baldwin's Steam Heating for Buildings i2mo, 2 50 

Barr's Kinematics of Machinery 8vo, 2 50 

* Bartlett's Mechanical Drawing 8vo, 3 00 

* " M " Abridged Ed 8vo, 150 

Benjamin's Wrinkles and Recipes i2mo, 2 00 

Carpenter's Experimental Engineering 8vo, 6 00 

Heating and Ventilating Buildings 8vo, 4 00 

Cary's Smoke Suppression in Plants using Bituminous Coal. (In Prepara- 
tion.) 

Clerk's Gas and Oil Engine * . . Small 8vo, 4 00 

Coolidge's Manual of Drawing 8vo, paper, i 00 

Coolidge and Freeman's Elements of General Drafting for Mechanical En- 
gineers Oblong 4to, 2 50 
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Cromwell's Treatise on Toothed Gearing i2mo, i 50 

Treatise on Belts ai)4 Pulleys. i2mo, i 50 

Dnrley's Kinematics of Machines 8vo, 4 00 

Flather's Dsrnamometers and the Measurement of Power i2mo, 3 00 

Rope Driying i2mo, 2 00 

GilTs Gas and Puel Analysis for Engineers i2mo, i 25 

Hall's Car Lubrication i2mo, i 00 

Bering's Ready Reference Tables (Conversion Factors) z6mo, morocco, 2 50 

Button's The Gas Engine 8vo, 5 00 

Jamison's Mechanical Drawing 8vo, 2 50 

Jones's Machine Design : 

Part L Kinematics of Machinery 8vo, i 50 

Part U. Form, Strength, and Proportions of Parts 8vo, 3 00 

Kent's Mechanical Engineers' Pocket-book i6mo, morocco, 5 00 

Kerr's Power and Power Transmission 8vo, 2 00 

Leonard's Machine Shop, Tools, and Methods. (In press.) 

Lorenz's Modem Refrigerating Machinery. (Pope, Haven, and Dean.) (In press.) 

MacCord's Kinematics; or. Practical Mechanism. 8vo, 5 00 

Mechanical Drawing 4to, 4 00 

Velocity Diagrams 8vo, i 50 

Mahan's Industrial Drawing. (Thompson.) 8vo, 3 50 

Pooled Calorific Power of Fuels 8vo, 3 ^o 

Reid's Course in Mechanical Drawing 8vo, 2 00 

Text-book of Mechanical Drawing and Elementary Machine Design. 8vo, 3 00 

Richard's Compressed Air i2mo, i 50 

Robinson's Principles of Mechanism 8vo, 3 00 

Schwamb and Merrill's Elements of Mechanism. 8vo, 3 00 

Smith's Press-working of Metals 8vo, 3 00 

Thurston's Treatise on Friction and Lost Work in Machinery and Mill 

Work 8vo, 3 00 

Animal as a Machine and Prime Motor, and the Laws of Energetics . 1 2mo, z 00 

Warren's Elements of Machine Construction and Drawing 8vo, 7 50 

Weisbach's Kinematics and the Power of Transmission. (Herrmann — 

Klein.) 8vo, 5 00 

Machinery of Transmission and Governors. (Herrmann — Klein.). .8vo, 5 00 

Wolff's Windmill as a Prime Mover 8vo, 3 00 

Wood's Turbines 8vo, 2 50 



MATERIALS OF ENGINEERIWG. 

Bovey's Strength of Materials and Theory of Structures 8vo, 7 50- 

Burr's Elasticity and Resistance of the Materials of Engineering. 6th Edition. 

Reset 8vo, 

Church's Mechanics of Engineering 8vo, 

Johnson's Materials of Construction 8vo, 

Keep's Cast Iron 8vo, 

Lanza's Applied Mechanics 8vo, 

Martens's Handbook on Testing Materials. (Henning.) 8vo, 

Merriman's Text-book on the Mechanics of Materials 8vo, 

Strength of Materials i2mo, 

Metcalf's Steel. A manual for Steel-users i2mo. 

Sabin's Industrial and Artistic Technology of Paints and Varnish 8vo, 

Smith's Materials of Machines i2mo, 

Thurston's Materials of Engineering 3 vols., 8vo, 

Part II. Iron and SteeL 8vo, 

Part in. A Treatise on Brasses, Bronzos, and Othf r Alloys and their 
Constituents . 8vo, 

Text-book of the Materials of Construction 8vo, 
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Wo*4'8 (De y.) Treatise on the Resistance of Materials an/ -"ji Appendix on 

the Preservation of Timber 8vo, 2 00 

Wood's (De V.) Elements of Analytical Mechanics 8vo, 3 00 

Wood's (M. P.) Rustless Coatings: Corrosion and Electrolysis of Iron and 

SteeL 8vo, 4 00 



STEAM-ENGINES AND BOILERS. 

Berry's Temperature-entropy Diagram. lamo, i 25 

Carnot's Reflections on the Motive Power of Heat. (Thurston.) i2mo, 150 

Dawson's "Engineering" and Electric Traction Pocket-book i6mo, mor., 5 00 

Ford's Boiler Making for Boiler Makers i8mo, i 00 

Goss's Locomotive Sparks 8vo, 2 00 

Hemenway's Indicator Practice and Steam-engine Economy i2mo, 2 00 

Button's Mechanical Engineering of Power Plants 8vo, 5 00 

Heat and Heat-engines 8vo, 5 00 

Kent's Steam boiler Economy 8vo, 4 00 

Kneass's Practice and Theory of the Injector 8vo, i 50 

MacCord's Slide-valves 8vo, 2 00 

Meyer's Modem Locomotive Construction 4to, 10 00 

Peabody's Manual of the Steam-engine Indicator i2mo. i 50 

Tables of the Properties of Saturated Steam and Other Vapors 8vo, i 00 

Thermodynamics of the Steam-engine and Other Heat-engines 8vo, 5 00 

Valve-gears for Steam-engines 8vo, 2 50 

Peabody and Miller's Steam-boilers 8vo, 4 00 

Pray's Twenty Years with the Indicator Large 8vo, 2 50 

Pupih's Thermodynamics of Reversible Cycles in Gases and Saturated Vapors. 

(Osterberg.) i2mo, i 25 

Reagan's Locomotives: Simple Compound, and Electric i2mo, 2 50 

Rontgen's Principles of Thermodynamics. (Du Bois.) 8vo, 5 00 

Sinclair's Locomotive Engine Running and Management i2mo, 2 00 

Smart's Handbook of Engineering Laboratory Practice i2mo, 2 50 

Snow's Steam-boiler Practice 8vo, 3 00 

Spangler's Valve-gears 8ve, 2 50 

Notes on Thermodimamics i2mo, i 00 

Spangler» Greene, and Marshall's Elements of Steam-engineering 8vo, 3 00 

Thurston's Handy Tables 8vo, i 50 

Manual of the Steam-engine 2 vols., 8vo, 10 00 

Part I. History, Structure, and Theory 8vo, 6 00 

Part n. Design, Construction, and Operation 8vo, 6 00 

Handbook of Engine and Boiler Trials, and the Use of the Indicator and 

the Prony Brake 8vo, 5 00 

Stationary Steam-engines 8vo, 2 50 

Steam-boiler Explosions in Theory and in Practice i2mo, i 50 

Manual of Steam-boilers, their Designs, Construction, and Operation 8vo, 5 00 

Weisbach's Heat, Steam, and Steam-engines. (Du Bois.) 8vo, 5 00 

Whitham's Steam-engine Design. .' 8vo, 5 00 

Wilson's Treatise on Steam-boilers. (Flather.) i6mo, 2 50 

Wood's Thermodynamics, Heat Motors, and Refrigerating Machines. . .8vo, 4 00 



MECHANICS AND MACHINERY. 

Barr's Kinematics of Blachinery. . . 8vo, 2 50 

Bovey's Strength of Materials and Theory of Structtu'es 8vo, 7 50 

Chase's The Art of Pattern-making i2mo, 2* 50 

Church's Mechanics of Engineering. . 8vo, 6 00 
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Church's Notes and Examples in Mechanics. 8vo, 2 00 

Compton*8 First Lessons in Metal-working i2mo, i 50 

Compton and De Oroodt's The Speed Lathe lamo, 1 50 

Cromwell's Treatise on Toothed Gearing lamo, : 50 

Treatise on Belts and Pulleys i2mo, i 50 

Dana's Text-book of Elementary Mechanics for Colleges and Schools. . i2ino, i 50 

Dingey's Machinery Pattern Making i2mo, 2 00 

Dredge's Record of the Transportation Exhibits Cuilding of the World's 

Columbian Exposition of 1893 4to half mcrccco, 5 00 

Du Bois's Elementary Principles of Mechanics : 

VoL I. Kinematics 8vo, 3 50 

VoL n. Statics 8vo, 4 00 

Vol. ni. Kinetics .8vo, 3 50 

Mechanics of Engineering. VoL I Small 4to, 7 50 

VoL n Small 4to, 10 00 

Durley's Kinematics of Machines ; 8vo, 4 00 

Fitzgerald's Boston Machinist i6mo, i 00 

Flather's Dimamometers, and the Measurement of Power i2mo, 3 00 

Rope Driving i2mo, 2 00 

Goss's Locomotive Sparks 8vo, 2 00 

Hall's Car Lubrication i2mo, i 00 

Holly's Art of Saw Filing i8mo, 75 

James's Kinematics of a Point and the Rational Mechanics of a Particle. (In press.) 

* Johnson's (W. W.) Theoretical Mechanics i2mo, 3 00 

Johnson's (L. J.) Statics by Graphic and Algebraic Methods 8vo, 2 00 

Jones's Machine Design: ^ 

Part I. Kinematics of Machinery 8vo, i 50 

Part II. Form, Strength, and Proportions of Parts 8vo, 3 00 

Kerr's Power and Power Transmission 8vo, • 2 00 

Lanza's Applied Mechanics 8vo, 7 50 

Leonard's Machine Shop, Tools, and Methods. (In press.) 

Lorenz's Modern Refrigerating Machinery. (Pope, Haven, and Dean.) (In press.) 

MacCord's Kinematics; or. Practical Mechanism 8vo. 5 00 

Velocity Diagrams 8vo, i 50 

Maurer's Technical Mechanics ., 8vo, 4 00 

Merriman's Text-book on the Mechanics of Materials 8vo, 4 00 

* Elements of Mechanics i2mo, i 00 

* Michie's Elements of Analytical Mechanics 8vo, 4 00 

Reagan's Locomotives: Simple, Compound, and Electric i2mo^ 2 50 

Reid's Course in Mechanical Drawing 8vo, 2 00 

Text-book of Mechanical Drawing and Elementary Machine Design. 8va» 3 00 

Richards's Compressed Air i2mo. i so 

Robinson's Principles of Mechanism 8vo, 3 00 

Ryan, Norris, and Hoxie's Electrical Machinery. VoL 1 8vo, 2 50 

Schwamb and Merrill's Elements of Mechanism 8vo, 3 00 

Sinclair's Locomotive-engine Running and Management i2mo, 2 00 

Smith's (O.) Press-working of Metals 8vo, 3 00 

Smith's (A. W.) Materials of Machines i2mo, i 00 

Spangler, Greene, and Marshall's Elements of Steam-engineering 8vo, 3 00 

Thurston's Treatise on Friction and Lost ^/ork in Machinery and Mill 

Work 8vo, 3 00 

Animal as a Machine and Prime Motor, and the Laws of Energetics. 

i2mo, I 00 

Warren's Elements of Machine Construction ai-d Drawing 8vo, 7 50 

Weisbach's Kinematics and Power of Transmission. (Herrmann — Klein. ) . 8vo, 5 00 

Machinery of Transmission and Governors. (Herrmann — Klein. ).8vo, 5 00 

Wood's Elements of Analytical Mechanics 8vo, 3 00 

Principles of Elementary Mechanics i2n:o, i 25 

Turbines 8vo. 2 50 

The World's Columbian Exposition of 1893 4to, i 00 
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METALLURGY. 

Egleston's Metallurgy of Silver, Gold, and Mercury: 

VoL L Silver «vo. 

Vol. n. Gold and Mercury 8vo, 

** Iles's Lead-smelting. (Postage 9 cents additionaL) i2mo, 

Keep*s Cast Iron 8vo, 

Kunhardt*s Practice of Ore Dressing in Europe 8vo, 

Le Chatelier's High-temperature Meastiremepts. (Boudouard — Burgess. )i2mo, 

Metcalf s SteeL A Manual for Steel-users X2mo, 

Smith's Materials of Machines X2mo, 

Thurston's Materials of Engineering. In Three Parts 8vo, 

Part n. Iron and SteeL 8vo, 

Part in. A Treatise on Brasses, Bronzes, and Other Alloys and their 

Constituents 8vo, 

Ulke's Modem Electrolytic Copper Refining 8vo, 

MINERALOGY. 

Barringer's Description of Minerals of Commercial Value. Oblong, morocco, 

Boyd's Resources of Southwest Virginia 8vo, 

Map of Southwest Virignia Pocket-book form. 

Brush's Manual of Determinative Mineralogy. (Penfi(*ld.) 8vo, 

Chester's Catalogue of Minerals 8vo, paper. 

Cloth, 

Dictionary of the Names of Minerals 8vo, 

Dana's System of Mineralogy Large 8vo, half leather. 

First Appendix to Dana's New " System of Mineralogy." Large 8vo, 

Text-book of Mineralogy 8vo, 

Minerals and How to Study Them i2mo. 

Catalogue of American Localities of Minerals Large 8vo, 

Manual of Mineralogy and Petrography i2mo 

Douglas's Untechnical Addresses on Technical Subjects i2mo, 

Eakle's Mineral Tables 8vo, 

Egleston's Catalogue of Minerals and Synon3mis 8vo, 

Hussak's The Determination of Rock-forming Minerals. (Smith.) .Small 8yo. 
Merrill's If on-metallic Minerals: Their Occurrence and Uses 8vo, 

* Penfield's Notes on Determinative Mineralogy and Record of Mineral Tests. 

8vo. paper, 

Rosenbusch's Microscopical Physiography of the Rock-making Minerals. 

(Iddings.) 8vo. 

* Tillman's Text-book of Important Minerals and Rocks 8vo. 

Williams's Manual of Lithology 8vo, 

MINING. 

Beard's Ventiktion of Mines i2mo. 2 50 

Boyd's Resources of Southwest Virginia 8vo. 3 00 

Biap of Southwest Virginia Pocket book form. 2 00 

Douglas's Untechnical Addresses on Technical Subjects i2mo. i 00 

* Drinker's Tunneling, Explosive Compounds, and Rock Drills. .4to.hf . mor . 25 00 

Eissler's Modern High Explosives 8vo 4 00 

Fowler's Sewage Works Analyses lamo 2 00 

Goodyear's Coal-mines of the Western Coast of the United States . . i2mo. 2 50 

Ihlseng's Manual of Mining 8vo. 5 00 

** Iles's Lead-smelting. (Postage gc. additional.) i2mo. 2 50 

Kunhardt's Practice of Ore Dressing in Europe 8vo. i 50 

O'Driscoll's Notes on the Treatment of Gold Ores 8vo. 2 00 

* Walke's Lectures on Explosives 8vo, 4 00 

Wilson's Cyanide Processes i2mo, i 50 

Chlorination Process i2mo! 1 50 
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WiJson's Hydraulic and Placer Mining i2mo, 2 00 

Treatise on Practical and Theoretical Mine Ventilation i2mo. i 25 

SANITARY SCIENCE. 

Folwell's Sewerage. (Designing, Construction, and Maintenance.) 8vo, 3 00 

Water-supply Engineering 8vo, 4 00 

Fuertes's Water and Public Health i2mo, i 50 

Water-filtration Works i2mo, 2 50 

Gerhard's Guide to Sanitary House-inspection i6mo, i 00 

Goodrich's Economic Disposal of Town's Refuse Demy 8vo, 3 50 

Hazen's Filtration of Public Water-supplies 8vo, 3 00 

Leach's The Inspection and Analysis of Food with Special Reference to State 

Control 8vo, 7 50 

Mason's Water-supply. ( Considered principally from a Sanitary Standpoint) 8vo, 4 00 

' Examination of Water. (Chemical and Bacteriological.) i2mo, i 25 

Merriman's Elements of Sanitary Engineering 8vo, 2 00 

Ogden's Sewer Design i2mo, 2 00 

Prescott and Winslow's Elements of Water Bacteriology, with Special Refer- 
ence to Sanitary Water Analysis i2mo, i 25 

♦ Price's Handbook on Sanitation lamo, i 50 

Richards's Cost of Food. A Study in Dietaries i2mo, i 00 

Cost of Living as Modified by Sanitary Science i2mo, i 00 

Richards and Woodman's Air, Water, and Food from a Sanitary Stand- 
point 8vo, 2 00 

* Richards and Williams's The Dietary Computer 8vo, i 50 

Rideal's Sewage and Bacterial Purification of Sewage Svo, 3 50 

Tumeaure and Russell's Public Water-supplies 8vo, 5 00 

Von Behring's Suppression of Tuberculosis. (Bolduan.) i2mo, i 00 

Whipple's Microscopy of Drinking-water 8vo, 3 50 

Woodhull's Notes on Military Hygiene i6mo, z 50 

MISCELLANEOUS. 

De Fursac's Manual of Psychiatry. (Rosanoff and Collins.). . . .Large i2mo, 2 50 
Emmons's Geological Guide-book of the Rocky Mountain Excursion of the 

International Congress of Geologists Large 8vo, i 50 

Ferrel's Popular Treatise on the Winds 8vo. 4 00 

Haines's American Railway Management i2mo, 2 50 

TTott's Composition, Digestibility, and Nutritive Value of Food. Mounted chart, i 25 

Fallacy of the Present Theory of Sound i6mo, i 00 

Ricketts's History of Rensselaer Polytechnic Institute, 1824-1894.. Small 8vo, 3 00 

Rostoski's Serum Diagnosis. (Bolduan.) i2mo, i 00 

Rotherham's Emphasized New Testament Large 8vo, 2 00 

Steel's Treatise on the Diseases of the Dog 8vo, 3 50 

Totten's Important Question in Metrology 8vo, 2 50 

The World's Columbian Exposition of 1893 4*0, i 00 

Von Behring's Suppression of Tuberculosis. (Bolduan.) i2mo, i 00 

Winslow's Elements of Applied Microscopy i2mo, i 50 

Worcester and Atkinson. Small Hospitals, Establishment and Maintenance; 

Suggestions for Hospital Architecture : Plans for Small Hospital . 1 2mo , 125 

HEBREW AND CHALDEE TEXT-BOOKS. 

Green's Elementary Hebrew Grammar lamo, i 25 

Hebrew Chrestomathy 8vo, 2 00 

Gesenius's Hebrew and Chaldee Lexicon to the Old Testament Scriptures. 

(Tregelles.) Small 4to, half morocco, 5 ©• 

Letteiis's Hebrew Bible 8vo, 2 25 
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